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TCP warrants its products to abide by their respective published specifications and are free from defects in material, 

workmanship and title and to operate from the date of Invoice (or date of manufacture if invoice date is not known or 

available) for the time periods and subject to the Terms and Conditions specified below.

This warranty only applies when TCP products are operated as specified, have been correctly wired and installed; are 

operated within the electrical values publicized on the all labels; used in lighting equipment designed and approved for 

the application and in environmental conditions (temperature, humidity, and air movement) within the normal specified 

operating range of the system.

Terms and Conditions:

Two years from Date of Invoice1 (or Date of Manufacture if proof of purchase is not 
available).  If lamps fail within this warranty period, TCP will provide a free one for 
one lamp replacement.  No labor allowance is allowed.  TCP reserves the right to 
request defective lamps be returned for testing and verification.

TCP Ballasts only
Five years from Date of Invoice2 (or Date of Manufacture if proof of purchase 
is not available).  If ballasts fail within this warranty period, TCP will provide a 
free one for one ballast replacement along with a corresponding labor allowance 
as determined by TCP as specified in Service Claims and Labor Options sections.  
TCP reserves the right to request defective ballasts be returned for testing and 
verification.

Three years for TCP Lamps and Five Years for TCP Ballasts from Date of Invoice3 
(or Date of Manufacture if proof of purchase is not available).  If TCP lamps and 
ballasts fail within this warranty period, TCP will provide a free one for one ballast 
replacement of the lamp and/or the ballast along with a corresponding labor 
allowance as determined by TCP as specified in Service Claims and Labor Options 
sections.  TCP reserves the right to request defective product be returned for testing 
and verification.

Five years for TCP “System”4,5 from Date of Invoice (or Date of Manufacture if 
proof of purchase is not available – oldest date for components applies).  If the 
TCP “System” fails within this warranty period, TCP will provide, at its discretion, 
replacement product or repair services in accordance with the Service Claims and 
Labor Options set forth below.  TCP reserves the right to request defective product 
be returned for testing and verification.

Notes:
1) T8 lamps used in Occupancy Sensor applications must have a 15 minute per 
 start, minimum and a Program Rapid Start ballast must be used.
2) Maximum operating case temperature to maintain warranty is less than 70°C 
 (generally no more than 40° C maximum ambient).
3) TCP lamp warranty based on 3 hours minimum cycle time and a maximum of 
 4000 hrs of operation per year, for Occupancy Sensor applications, please see 
 note 1 above.
4) All components must be ordered, assembled and shipped from a TCP location.
5) For non-TCP components, the supplied manufacturer must be contacted for 
 warranty claims.

These lamp and ballast warranties do not apply to failures caused by acts of 
God, or as a result of any abuse, misuse, abnormal use, or use in violation of 
any applicable standard, code, or instructions for use in installations including 
those contained in the National Electrical Code (NEC), the Standards for Safety of 
Underwriters Laboratory, Inc. (UL), Standards for the American National Standards 
Institute (ANSI) or, in Canada, the Canadian Standards Association (CSA).  
Technical Consumer Products reserves the right to inspect failed lamps, and/or 
ballasts to determine the cause of failure and patterns of lamp usage. The date 
of purchase and lamp installation date must be verified to validate the elapsed 
operating hours if a warranty claim is made.

Warranty Activation/Service Claims
These warranty policies are activated after TCP receives the completed 
“System Warranty Form” form within 30 days of product installation.  An 
acknowledgement will be sent for each registration with a reference number for 
future correspondence.  Service claims can be made by contacting Customer Care 
at 1-800-324-1496.

Labor Options
If required by the customer, TCP will contact a service provider and co-ordinate 
replacement at no cost to the user of the ballasts (or) TCP will reimburse the 
purchaser reasonable, customary and necessary labor charges required to install 
the ballast replacement.  Labor options must be pre-approved by TCP.  Any labor 
option or cost that is not pre-approved will not be eligible for reimbursements.

Return of Defective Products
After contacting TCP and receiving a Return Authorization Number, the user shall 
promptly return the product at the customer’s expense to TCP after receiving 
instructions as to if, when and where to ship product.  Failure to follow this 
procedure voids this warranty.

The foregoing shall constitute the exclusive remedy of the purchaser and the 
sole liability of Technical Consumer Products for lamp and ballast warranties.  NO 
WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE IS 
MADE OR IS TO BE IMPLIED. In no event shall Technical Consumer Products be 
liable for any other cost of damages including lost profits, incidental, special or 
consequential damages.  TCP reserves the right to examine all failed lamps and/or 
ballasts and reserves the right to be the sole judge as to whether any lamps and/
or ballasts are defective and covered under this warranty.

December 2010
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The Ecovations Designer Collection - Where high style meets high efficiency. TCP’s GU24 Compact Fluorescent Lamps illuminate these classic and detailed fixtures. 

Our contemporary finishes in brushed nickel and white, along with decorative alabaster glass, make our EcoVations Designer Collection timeless.

TM
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DESIGNER COLLECTION
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EcoVations Designer Series is also 
available in a White Finish!
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Ceiling Fixtures

11730T9WHBULK6
White Ring Base with Plastic Dome Cover

Diameter: 14"
Depth: 4.4"
Lamp Included.
6 Fixtures Per Package

Available with 
one 30W T9 
Circline Lamp
(32030) per fixture

11830WH
White Step Base with Plastic 
Dome Cover

Diameter: 14"
Depth: 4.4"
Lamp Included.

Available with 
one 30W T9
Circline Lamp
(32030)

14230BS
Brushed Steel Base with Glass 
Dome Cover

Diameter: 13"
Depth: 6.3"
Lamp Included.

Available with 
one 30W T9
Circline Lamp
(32030)

14840BS
Brush Steel Base with Melon Glass 
Dome Cover

Diameter: 13"
Depth: 6.3"
Lamp Included.

Available with 
one 40W T6
Circline Lamp
(32040)

11930PB
Polished Brass Step Base with 
Plastic Swirl Cover

Diameter: 14"
Depth: 4.4"
Lamp Included.

Available with 
one 30W T9
Circline Lamp
(32030)

15” Flush Mount Ceiling Fixture
Brushed Nickel Finish with a Cast Alabaster  
Glass Diffuser

Diameter: 15.25”
Depth: 5.5”
Lamps Included.

DES1X23GUFLCLBSDesigner Collection

Available with one 
23W GU Lamp.

Also available with one 
27W GU Lamp.
DES1X27GUFLCLBS

Available with one 
18W GU Lamp.

Also available with two 
18W GU Lamps.
DES2X18GUFLCLBS

Available with one 
18W GU Lamp.

Available with one 
23W GU Lamp.

11” Flush Mount Ceiling Fixture
Brushed Nickel Finish with a Cast Alabaster  
Glass Diffuser

Diameter: 11.5”
Depth: 6”
Lamps Included.

DES1X18GUFLCLBSDesigner Collection

15” Flush Mount Ceiling Fixture
White Finish with a Cast Alabaster  
Glass Diffuser

Diameter: 15.25”
Depth: 5.5”
Lamps Included.

DES1X23GUFLCLWHDesigner Collection

11” Flush Mount Ceiling Fixture
White Finish with a Cast Alabaster  
Glass Diffuser

Diameter: 11.5”
Depth: 6”
Lamps Included.

DES1X18GUFLCLWHDesigner Collection

Also availble in white finish – 
DES2X18GUPENDWH

Ceiling Pendant Fixture
Brushed Nickel Finish with a
Cast Alabaster Glass Diffuser

Fixture Diameter: 19.25”
Depth: 25”
Lamps Included.

Supplied with 12’ of Cord and
4’ of Matching Finish Chain

DES2X18GUPENDBSDesigner Collection

Available with two 
18W GU Lamps.
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Ceiling Fixtures

Wall Sconces

Available with one 
23W GU Lamp.

Available with one 
23W GU Lamp.

Wall Sconce
Brushed Nickel Finish with a
Cast Alabaster Glass Diffuser

Width: 15.25”
Height: 7.5”
Depth: 4”
Lamp Included.

DES1X23GUWALLBSDesigner Collection

Designer Collection

Wall Sconce
White Finish with a
Cast Alabaster Glass Diffuser

Width: 15.25”
Height: 7.5”
Depth: 4”
Lamp Included.

DES1X23GUWALLWH

TM
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Ceiling Pendant Fixture
Brushed Steel Plastic Step Base with a
Plastic Dome Cover

Fixture Diameter: 14”
Depth: 6”
Lamps Included.

Ceiling Pendant Fixture
Polished Brass Plastic Step Base with a
Plastic Dome Cover

Fixture Diameter: 14”
Depth: 6”
Lamps Included.

Ceiling Pendant Fixture
White Plastic Step Base with a
Plastic Dome Cover

Fixture Diameter: 14”
Depth: 6”
Lamps Included.

Available with two 
13W or two 18W 
GU Lamps.

Available with two 
13W or two 18W 
GU Lamps.

Available with two 
13W or two 18W 
GU Lamps.

11826BSGU (26 WATT)

11836BSGU (36 WATT)

11826BSGU (26 WATT)

11836PBGU (36 WATT)

11826WHGU (26 WATT)

11836WHGU (36 WATT)
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Ceiling Fixtures

Available with one 
13W Low Profile GU Lamp.

Closet Light
White Plastic with metal pull chain, acrylic 
diffuser

Width: 5”
Height: 4”
Depth: 4”
Lamp Included.

CL13

Available with four 
13W GU Lamps.

Designer Collection

4 Lamp Bath Bar
Nickel Finish with Alabaster Glass Diffusers

Width: 36.25”
Height: 10”
Depth: 5.5”
Lamps Included.

DES4X13GUBATHBS

Available with three 
13W GU Lamps.

Designer Collection
3 Lamp Bath Bar
Nickel Finish with Alabaster Glass Diffusers

Width: 26.25”
Height: 10”
Depth: 5.5”
Lamps Included.

DES3X13GUBATHBS

TM

80

Vanity Fixtures

Closet Light
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Outdoor Fixtures

TM
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Wall Mount Lantern
Nickel Finish with a Frosted Acrylic Diffuser 
and Automatic Sensor 

Fixture Height: 9.75”
Width: 7.75”
Depth: 4.25”
Lamp Included.

52013BSPCGU (13 WATT)

52018BSPCGU (18 WATT)

52023BSPCGU (23 WATT)

Flood Light
Brown Finish with Clear Lens

Width: 9.5”
Height: 6.6”
Depth: 4.5”
Lamp Included.

56513BRPCGU (13 WATT)

56518BRPCGU (18 WATT)

56523BRPCGU (23 WATT)

56527BRPCGU (27 WATT)

56532BRPCGU (32 WATT)

56542BRPCGU (42 WATT)

Designer Collection Pagoda
Black Finish with White Glass Lens

Width: 6”
Height: 9”
Lamp Included.

51013BPCGU (13 WATT)

51018BPCGU (18 WATT)

51023BPCGU (23 WATT)

51027BPCGU (27 WATT)

51032BPCGU (32 WATT)

Wall Pack
Black Finish with Prismatic Diffuser

Width: 7.4”
Height: 10”
Depth: 4.4”
Lamp Included.

57013BPCGU (13 WATT)

57018BPCGU (18 WATT)

57023BPCGU (23 WATT)

57027BPCGU (27 WATT)

57032BPCGU (32 WATT)

Globe Light
Black Finish with White Lens

Width: 7.4”
Height: 10”
Depth: 6”
Lamp Included.

55813BPCGU (13 WATT)

55818BPCGU (18 WATT)

55823BPCGU (23 WATT)

55827BPCGU (27 WATT)

55832BPCGU (32 WATT)

Porch Light
Black Finish with Prismatic Diffuser

Width: 5.75”
Height: 9.45”
Depth: 4.4”
Lamp Included.

56309BPCGU (9 WATT)

56313BPCGU (13 WATT)

56318BPCGU (18 WATT)

56323BPCGU (23 WATT)

56327BPCGU (27 WATT)

56332BPCGU (32 WATT)

Available with one 
13W, one 18W or 
one 23W GU Lamp.

Available with one 13W, 
one 18W, one 23W, one 
27W or one 32W GU Lamp.

Available with one 13W, 
one 18W, one 23W, one 
27W or one 32W GU Lamp.

Available with one 9W, one 13W, 
one 18W, one 23W, one 27W or 
one 32W GU Lamp.

Available with one 13W, 
one 18W, one 23W, one 
27W or one 32W GU Lamp.

Available with 
one 13W, one 18W, 
one 23W, one 27W, one 
32W or one 42W GU Lamp.
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CEILING Fixtures Specs

GU CEILING Designer Series Fixture Specs 

11730T9WHBULK6 ★ 14” White Ring Base w/ 
Plastic Dome 6-Pack Circline 30 30 120 2,000 2850K 14 4.4 10,000 120 White Plastic White 32030 17030Q 1

1173032WHHP 14” White Ring Base w/ 
Plastic Dome Circline 30 32 130 2,200 2850K 14 4.4 10,000 120 White Plastic White 32032 12530Q 1

1173032WH 14” White Ring Base w/ 
Plastic Dome Circline 30 32 130 2,200 2850K 14 4.4 10,000 120 White Plastic White 32032 17030Q 1

11830WH ★ 14” White Step Base w/ 
Plastic Dome Circline 30 30 120 2,000 2850K 14 4.4 10,000 120 White Plastic White 32030 17030Q 1

11930PB ★ 14” Polished Brass Step Base w/ 
Plastic Swirl Cover Circline 30 30 120 2,000 2850K 14 4.4 10,000 120 White Swirl 

Plastic
Polished 

Brass 32030 17030Q 1

14230BS ★ 13”  Brushed Nickel Base w/ 
Alabaster Glass Circline 30 30 120 2,000 2850K 13 6.3 10,000 120 Alabaster Brushed 

Nickel 32030 17030Q 1

14230TW ★ 13” Textured White Base w/ 
Alabaster Glass Circline 30 30 120 2,000 2850K 13 6.3 10,000 120 Alabaster Textured 

White 32030 17030Q 1

14840BS ★ 13” Brushed Nickel Base w/ 
Alabaster Glass Circline 40 40 150 2,800 2850K 13 6.3 10,000 120 Melon Brushed 

Nickel 32040 17040Q 1

DES1X18GUFLCLBS ★
Designer Collection 11” Flush Mount 
Ceiling Fixture 1 x 18w w/ Brushed 
Nickel Finish

GU24 
SpringLamp 18 18 75 1,200 *2700K 11.5 6 10,000 120 Alabaster Brushed 

Nickel 33118SP 1

DES1X18GUFLCLWH ★
Designer Collection 11” Flush 
Mount Ceiling Fixture 1 x 18w w/ 
White Finish

GU24 
SpringLamp 18 18 75 1,200 *2700K 11.5 6 10,000 120 Alabaster White 33118SP 1

DES1X23GUFLCLBS ★
Designer Collection 15” Flush Mount 
Ceiling Fixture 1 x 23w w/ Brushed 
Nickel Finish

GU24 
SpringLamp 23 23 90 1,600 *2700K 15.5 5.5 10,000 120 Alabaster Brushed 

Nickel 33123SP 1

DES1X23GUFLCLWH ★
Designer Collection 15” Flush 
Mount Ceiling Fixture 1 x 23w w/ 
White Finish

GU24 
SpringLamp 23 23 90 1,600 *2700K 15.5 5.5 10,000 120 Alabaster White 33123SP 1

DES1X27GUFLCLBS ★
Designer Collection 15” Flush Mount 
Ceiling Fixture 1 x 27w w/ Brushed 
Nickel Finish

GU24 
SpringLamp 27 27 100 1,800 *2700K 15.5 5.5 10,000 120 Alabaster Brushed 

Nickel 33127SP 1

DES1X27GUFLCLWH ★
Designer Collection 15” Flush 
Mount Ceiling Fixture 1 x 27w w/ 
White Finish

GU24 
SpringLamp 27 27 100 1,800 *2700K 15.5 5.5 10,000 120 Alabaster White 33127SP 1

DES2X18GUFLCLBS ★
Designer Collection 11” Flush Mount 
Ceiling Fixture 2 x 18w w/ Brushed 
Nickel Finish

GU24 
SpringLamp 18 36 75 2,400 *2700K 11.5 6 10,000 120 Alabaster Brushed 

Nickel 33118SP 2

DES2X18GUFLCLWH ★
Designer Collection 11” Flush 
Mount Ceiling Fixture 2 x 18w w/ 
White Finish

GU24 
SpringLamp 18 36 75 2,400 *2700K 11.5 6 10,000 120 Alabaster White 33118SP 2

DES2X18GUPENDBS ★
Designer Collection Ceiling Pendant 
Fixture 2 x 18w w/ Brushed Nickel 
Finish

GU24 
SpringLamp 18 36 75 2,400 *2700K 19.25 25 10,000 120 Alabaster Brushed 

Nickel 33118SP 2

DES2X18GUPENDWH ★
Designer Collection Ceiling Pendant 
Fixture 2 x 18w w/ Brushed Nickel 
Finish

GU24 
SpringLamp 18 36 75 2,400 *2700K 19.25 25 10,000 120 Alabaster White 33118SP 2

Decorative Fixture Specs

TM

82 * 3000K, 3500K, 4100K, 5100K GU24 lamps also available.
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GU CEILING Indoor Collection Fixture Specs 

GU24 CLOSET LIGHT Specs 

11826BSGU ★ 14" Brushed Steel Step Base w/ 
Plastic Dome Cover

GU24 
SpringLamp 13 13 60 900 *2700K 11.5 6 10,000 120 White Brushed 

Steel 33113SP 2

11836BSGU ★ 14" Brushed Steel Step Base w/ 
Plastic Dome Cover

GU24 
SpringLamp 18 18 75 1,200 *2700K 11.5 6 10,000 120 White Brushed 

Steel 33118SP 2

11826PBGU ★ 14" Polished Brass Step Base w/ 
Plastic Dome Cover

GU24 
SpringLamp 13 13 60 900 *2700K 15.5 5.5 10,000 120 White Polished 

Brass 33113SP 2

11836PBGU ★ 14" Polished Brass Step Base w/ 
Plastic Dome Cover

GU24 
SpringLamp 18 18 75 1,200 *2700K 15.5 5.5 10,000 120 White Polished 

Brass 33118SP 2

11826WHGU ★ 14" White Step Base w/ Plastic 
Dome Cover

GU24 
SpringLamp 13 13 60 900 *2700K 19.25 25 10,000 120 White White 33113SP 2

11836WHGU ★ 14" White Step Base w/ Plastic 
Dome Cover

GU24 
SpringLamp 18 18 75 1,200 *2700K 19.25 25 10,000 120 White White 33118SP 2

CL13 ★ 13W Closet Light, Pull Chain GU24 
SpringLamp 13 13 60 900 *2700K 5 4 10,000 120 White White 

Plastic 33213SSP 1

Decorative Fixture Specs

TM

83

* 3000K, 3500K, 4100K, 5100K GU24 lamps also available.
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56513BRPCGU ★ Outdoor Floodlight Fixture w/ 
Photocell GU24 13 13 60 900 *2700K 6.6 9.5 4.5 10,000 120 Clear Brown 33113SP 1

56518BRPCGU ★ Outdoor Floodlight Fixture w/ 
Photocell GU24 18 18 75 1,200 *2700K 6.6 9.5 4.5 10,000 120 Clear Brown 33118SP 1

56523BRPCGU ★ Outdoor Floodlight Fixture w/ 
Photocell GU24 23 23 90 1,600 *2700K 6.6 9.5 4.5 10,000 120 Clear Brown 33123SP 1

56527BRPCGU ★ Outdoor Floodlight Fixture w/ 
Photocell GU24 27 27 100 1,800 *2700K 6.6 9.5 4.5 10,000 120 Clear Brown 33127SP 1

56532BRPCGU ★ Outdoor Floodlight Fixture w/ 
Photocell GU24 32 32 120 2,000 *2700K 6.6 9.5 4.5 10,000 120 Clear Brown 33132SP 1

56542BRPCGU ★ Outdoor Floodlight Fixture w/ 
Photocell GU24 42 42 150 2,500 *2700K 6.6 9.5 4.5 10,000 120 Clear Brown 33142SP 1

55813BPCGU ★ Outdoor Fixture, Black Finish,  w/ 
Globe & Photocell GU24 13 13 60 900 *2700K 10 7.4 6 10,000 120 WH Black 33113SP 1

55818BPCGU ★ Outdoor Fixture, Black Finish,  w/ 
Globe & Photocell GU24 18 18 75 1,200 *2700K 10 7.4 6 10,000 120 WH Black 33118SP 1

55823BPCGU ★ Outdoor Fixture, Black Finish,  w/ 
Globe & Photocell GU24 23 23 90 1,600 *2700K 10 7.4 6 10,000 120 WH Black 33123SP 1

55827BPCGU ★ Outdoor Lantern Fixture, Brushed 
Nickel Finish, w/Photocell GU24 27 27 100 1,200 *2700K 9.75 7.75 4.25 10,000 120 WH Brushed 

Nickel 33118SP 1

55832BPCGU ★ Outdoor Lantern Fixture, Brushed 
Nickel Finish, w/Photocell GU24 32 32 120 1,600 *2700K 9.75 7.75 4.25 10,000 120 WH Brushed 

Nickel 33123SP 1

52013BSPCGU ★ Outdoor Lantern Fixture, Brushed 
Nickel Finish, w/Photocell GU24 13 13 60 900 *2700K 9.75 7.75 4.25 10,000 120 WH Brushed 

Nickel 33113SP 1

52018BSPCGU ★ Outdoor Lantern Fixture, Brushed 
Nickel Finish, w/Photocell GU24 18 18 75 1,200 *2700K 9.75 7.75 4.25 10,000 120 WH Brushed 

Nickel 33118SP 1

52023BSPCGU ★ Outdoor Lantern Fixture, Brushed 
Nickel Finish, w/Photocell GU24 23 23 90 1,600 *2700K 9.75 7.75 4.25 10,000 120 WH Brushed 

Nickel 33123SP 1

56309BPCGU ★ Wall Mounted Outdoor Fixture, Black 
Finish,  w/ Jelly Jar GU24 9 9 40 600 *2700K 9.45 5.75 4.4 10,000 120 Prismatic Black 33109SP 1

56313BPCGU ★ Wall Mounted Outdoor Fixture, Black 
Finish,  w/ Jelly Jar GU24 13 13 60 900 *2700K 9.45 5.75 4.4 10,000 120 Prismatic Black 33113SP 1

56318BPCGU ★ Wall Mounted Outdoor Fixture, Black 
Finish,  w/ Jelly Jar GU24 18 18 75 1,200 *2700K 9.45 5.75 4.4 10,000 120 Prismatic Black 33118SP 1

56323BPCGU ★ Wall Mounted Outdoor Fixture, Black 
Finish,  w/ Jelly Jar GU24 23 23 90 1,600 *2700K 9.45 5.75 4.4 10,000 120 Prismatic Black 33123SP 1

56327BPCGU ★ Wall Mounted Outdoor Fixture, Black 
Finish,  w/ Jelly Jar GU24 27 27 100 1,200 *2700K 9.45 5.75 4.4 10,000 120 Prismatic Black 33127SP 1

56332BPCGU ★ Wall Mounted Outdoor Fixture, Black 
Finish,  w/ Jelly Jar GU24 32 32 120 1,600 *2700K 9.45 5.75 4.4 10,000 120 Prismatic Black 33132SP 1

57013BPCGU ★ Outdoor Wallpack Fixture, Black 
Finish,  w/ Photocell GU24 13 13 60 900 *2700K 10 7.4 4.4 10,000 120 Prismatic Black 33113SP 1

57018BPCGU ★ Outdoor Wallpack Fixture, Black 
Finish,  w/ Photocell GU24 18 18 75 1,200 *2700K 10 7.4 4.4 10,000 120 Prismatic Black 33118SP 1

57023BPCGU ★ Outdoor Wallpack Fixture, Black 
Finish,  w/ Photocell GU24 23 23 90 1,600 *2700K 10 7.4 4.4 10,000 120 Prismatic Black 33123SP 1

57027BPCGU ★ Outdoor Wallpack Fixture, Black 
Finish,  w/ Photocell GU24 27 27 100 1,200 *2700K 10 7.4 4.4 10,000 120 Prismatic Black 33127SP 1

57032BPCGU ★ Outdoor Wallpack Fixture, Black 
Finish,  w/ Photocell GU24 32 32 120 1,600 *2700K 10 7.4 4.4 10,000 120 Prismatic Black 33132SP 1

TM
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Decorative Fixture Specs

GU OUTDOOR FLOODLIGHT Fixture Specs

GU OUTDOOR GLOBE Fixture Specs 

GU OUTDOOR LANTERN Fixture Specs

GU OUTDOOR PORCH Fixture Specs 

GU OUTDOOR WALLPACK Fixture Specs

* 3000K, 3500K, 4100K, 5100K GU24 lamps also available.
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51013BPCGU ★ Outdoor Pagoda Fixture, Black Finish, 
w/Photocell GU24 13 13 60 900 *2700K 9 6 10,000 120 White Black 33113SP 1

51018BPCGU ★ Outdoor Pagoda Fixture, Black Finish, 
w/Photocell GU24 18 18 75 1,200 *2700K 9 6 10,000 120 White Black 33118SP 1

51023BPCGU ★ Outdoor Pagoda Fixture, Black Finish, 
w/Photocell GU24 23 23 90 1,600 *2700K 9 6 10,000 120 White Black 33123SP 1

51027BPCGU ★ Outdoor Pagoda Fixture, Black Finish, 
w/Photocell GU24 27 27 90 1,800 *2700K 9 6 10,000 120 White Black 33127SP 1

51032BPCGU ★ Outdoor Pagoda Fixture, Black Finish, 
w/Photocell GU24 32 32 90 2,000 *2700K 9 6 10,000 120 White Black 33132SP 1

DES3X13GUBATHBS ★ Designer Collection 3 Lamp Bath Bar 
w/ Brushed Nickel Finish GU24 13 39 60 2,700 2700K 10 26.25 5.5 10,000 120 Alabaster Brushed 

Nickel 33113SP 3

DES4X13GUBATHBS ★ Designer Collection 4 Lamp Bath Bar 
w/ Brushed Nickel Finish GU24 13 52 60 3,600 2700K 10 36.25 5.5 10,000 120 Alabaster Brushed 

Nickel 33113SP 4

DES1X23GUWALLBS ★ Designer Collection Wall Sconce 1 x 
23w w/ Brushed Nickel finish GU24 23 23 90 1,600 2700K 7.5 15.25 4.25 10,000 120 Alabaster Brushed 

Nickel 33123SP 1

DES1X23GUWALLWH ★ Designer Collection Wall Sconce 1 x 
23w w/ White finish GU24 23 23 90 1,600 2700K 7.5 15.25 4.25 10,000 120 Alabaster White 33123SP 1

TM
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Decorative Fixture Specs

GU PAGODA Fixture Specs

GU VANITY Fixture Specs

GU WALL SCONCE Fixture Specs

This TCP product is warranted for a period of two years from date of original purchase against defects 

in materials and workmanship.  If these products fail to operate due to materials and/or workmanship, 

simply return this to the place of purchase or to the TCP, Inc. Service Center (address on the back of 

catalog) with its RGA as stated in the terms and conditions, and the product will be repaired or replaced at 

TCP’s sole discretion.  This warranty is expressly limited to repair or replacement of the product.  No labor 

charge will be honored without prior written factory authorization.  Damage incurred from handling or 

in transit is not covered by this warranty.  Claims from shipping damages must be filed with the carrier. 

This warranty gives the customer specific legal rights, which vary from state to state.   Light bulbs are not 

covered in this warranty. WARRANTY IS VOID IF PRODUCT IS NOT USED FOR THE PURPOSE FOR WHICH 

THIS PRODUCT IS MANUFACTURED.

Decorative Fixture Warranty

* 3000K, 3500K, 4100K, 5100K GU24 lamps also available.
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LED 16 Watt Dock Light Specification

Specifications

Input Line Voltage: ........................................................................... 100 – 240 VAC
Input Line Frequency  .....................................................................................  60HZ
Lamp Life (Rated)  ..................................................................................  50,000 hrs
Minimum Operating Temp  ............................................................................... -30ºC
Maximum Operating Temp  ...............................................................................  40ºC
UL/cUL Listed  .................................................................................................... Yes
Power Factor ...................................................................................................... 0.9
Total Harmonic Distortion  .................................................................................. TBD

Description

Benefits

 replacement – safety yellow only.

Options

LED 16 Watt Dock Light

Item Number Description

Applications

 

Dimensions

3YEAR
WARRANTY

ho
le

 fo
r 

m
ou

nt
in

g

TM

86

LED
 Fixtures

8
0

0
.3

2
4

.1
4

9
6

 |
 Eco

V
a
tio

nsLig
hting

.co
m

FIXTURES
2011



3

1

2

+5

+5

+5

+5

+6

+6

+6

+6

+10

+6

+6

+6

+6

+8

+8

+8

+8

+15

+7

+7

+7

+7

+13

+13

+13

+13

+32

+2

+2

+2

+2

+6

+6

+6

+6

+184

26'

10'

53'

40'

Photometrics

Photometrics

Included In Combo Package

Dock Light & Dock Arm Combo Package

Candela Plot in Polar Coordinates

All measurements in footcandles.
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LED 16 Watt Spot Light Specification

Specifications

Input Line Voltage: ...............................................................  100 – 240 VAC
Input Line Frequency  .......................................................................... 60HZ
Lamp Life (Rated)  ......................................................................  50,000 hrs
Minimum Operating Temp  ...................................................................  -30ºC
Maximum Operating Temp  ...................................................................  40ºC
UL/cUL Listed  ........................................................................................  Yes
Power Factor ..........................................................................................  0.9

Description

Benefits

LED 16 Watt Spot Light

Item Number Description

Applications

Dimensions

Photometrics
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Flag Pole Lighting
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LED 16 Watt Flood Light Specification

Specifications

Input Line Voltage: ................................................................ 100 – 240 VAC
Input Line Frequency  ..........................................................................  60HZ
Lamp Life (Rated)  .......................................................................  50,000 hrs
Minimum Operating Temp  .................................................................... -30ºC
Maximum Operating Temp  ....................................................................  40ºC
UL/cUL Listed  .........................................................................................  Yes
Power Factor ........................................................................................... 0.9

Description

Benefits

LED 16 Watt Flood Light

Item Number Description

Applications

Dimensions

Photometrics
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TCP’s Full LED Exit & Emergency Combination signs are energy efficient, provide even lighting, 

and are compact – making them a great fit for many applications and budgets.



Emergency Lighting Diecast Exits Steel Exits

Wet Location Edgelit Emergency/Exit Combos

LED Retrofit Kits Remote Heads Self Luminous

FEATURES / BENEFITS

 low energy consumption.

 maintenance-free nickel-cadmium battery or 
 sealed lead acid battery; both offering an 
 expected life of up to 10 years.

TCP offers a vast selection of exit signs, 

emergency lighting, LED retrofit kits, and 

emergency ballasts for a large variety of 

commercial and industrial applications:
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POLYCARBONATE LED EXIT SIGNS, 120 OR 277 VOLTAGE, DAMP LOCATION
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Polycarbonate
LED Exit Signs

22742

Red LED Exit 
Sign Universal 
AC Only white 
Housing

2.4 7.25 11.8 1.8 25 red AC Only D white 50F to 
104F N/A N/A N/A 90

NFPA LIFE 
Safety Code 
101, NEC, ETL

STK

22743

Red LED Exit 
Sign Universal 
Battery 
Backup white 
Housing

2.3 7.25 11.8 1.8 25 red BBUP D white 50F to 
104F N/A 207B2 N/A 90

NFPA LIFE 
Safety Code 
101, NEC, ETL

STK

22744

Green LED 
Exit Sign 
Universal AC 
Only white 
Housing

2.4 7.25 11.8 1.8 25 green AC Only D white 50F to 
104F N/A N/A N/A 90

NFPA LIFE 
Safety Code 
101, NEC, ETL

STK

22745

Green LED 
Exit Sign Uni-
versal Battery 
Backup white 
Housing

2.3 7.25 11.8 1.8 25 green BBUP D white 50F to 
104F N/A 207B3 N/A 90

NFPA LIFE 
Safety Code 
101, NEC, ETL

STK

22746

Red LED Exit 
Sign Universal 
AC Only black 
Housing

2.4 7.25 11.8 1.8 25 red AC Only D black 50F to 
104F N/A N/A N/A 90

NFPA LIFE 
Safety Code 
101, NEC, ETL

STK

22747

Red LED Exit 
Sign Universal 
Battery 
Backup black 
Housing

2.4 7.25 11.8 1.8 25 red BBUP D black 50F to 
104F N/A 207B2 N/A 90

NFPA LIFE 
Safety Code 
101, NEC, ETL

STK

22748

Green LED 
Exit Sign 
Universal AC 
Only black 
Housing

2.4 7.25 11.8 1.8 25 green AC Only D black 50F to 
104F N/A N/A N/A 90

NFPA LIFE 
Safety Code 
101, NEC, ETL

STK

22749

Green LED 
Exit Sign Uni-
versal Battery 
Backup black 
Housing

2.4 7.25 11.8 1.8 25 green BBUP D black 50F to 
104F N/A 207B3 N/A 90

NFPA LIFE 
Safety Code 
101, NEC, ETL

STK

20750
Red LED Exit 
Sign Dual 
Circuit

4 8.5 12.25 1.75 25 red AC Only D white
-4ºF 
to 

113ºF
N/A N/A N/A

UL 924, NFPA 
LIFE Safety 
Code 101

STK

20751
Green LED 
Exit Sign Dual 
Circuit

2 8.5 12.25 1.75 25 green AC Only D white
-4ºF 
to 

113ºF
N/A N/A N/A

UL 924, NFPA 
LIFE Safety 
Code 101

STK

20743DRM

Red LED Exit 
Sign Universal 
Battery Backup 
white Hous-
ing Remote 
Capable

3.2 10 13 2.75 25 red BBUP D white
-4ºF 
to 

113ºF
N/A 20734 N/A 90

UL 924, NFPA 
LIFE Safety 
Code 101, ETL 
Listed, NEC, 
OSHA

STK

20745DRM

Green LED 
Exit Sign Uni-
versal Battery 
Backup white 
Housing Re-
mote Capable

2 10 13 2.75 25 green BBUP D white
-4ºF 
to 

113ºF
N/A 20734 N/A 90

UL 924, NFPA 
LIFE Safety 
Code 101, ETL 
Listed, NEC, 
OSHA

STK

Accessories

207WG Wire Guard for Exit Sign

207WGWH White Wire Guard for Exit Sign

207PS Polycarbonate shield for Exit Sign

207B2 Ni-Cd Battery 2.4V 300 mAh

207B3 Ni-Cd Battery 3.6V 300 mAh

20734 Lead Acid Battery 6V 4.5 Ah

20704 Plastic Exit Canopy

Call for availability on Special (SPC)

R
ep

la
ce

m
en

t L
am

p 
/ B

at
te

ry
 

92

Exit &
 Em

erg
ency Lig

hting
8
0
0
.3

2
4

.1
4

9
6

 |
 tcp

i.co
m

FIXTURES
2011



POLYCARBONATE EMERGENCY LIGHTS, 120 OR 277 VOLTAGE, DAMP LOCATION
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Emergency
Lights

20760

Emergency 
Light 
2 x 5.4W 
Square 
Heads, 
white Finish

10.8 5 16 3.5 N/A N/A BBUP N/A white
20º 
to 

95ºF
2

6V 
5.4W 
939/

20734

N/A 90
UL/
ETL 

Listed
STK

20761

Emergency 
Light 2 x 
5W MR16 
Round 
Heads white 
Finish

10 5 16 3.5 N/A N/A BBUP N/A white
20º 
to 

95ºF
2

6V 5W 
MR16 
38º/

20734J

N/A 90
UL/
ETL 

Listed
STK

20762

Emergency 
Light 2 
x 5.4W 
Square 
Heads, 
black Finish

10.8 5 16 3.5 N/A N/A BBUP N/A black
20º 
to 

95ºF
2

6V 
5.4W 
939/

20734

N/A 90
UL/
ETL 

Listed
STK

20763D

Emergency 
Light 2 x 
5W MR16 
Round 
Heads black 
Finish

10 5 16 3.5 N/A N/A BBUP N/A black
20º 
to 

95ºF
2

6V 5W 
MR16 
38º/

20734J

N/A 90
UL/
ETL 

Listed
SPC

20765

Emergency 
Light 2 
x 5.4W 
Square 
Heads, 
white Finish 
w/Remote 
Capability

10.8 5 16 3.5 N/A N/A BBUP N/A white
20º 
to 

95ºF
2

6V 
5.4W 
939/

20739

N/A 90
UL/
ETL 

Listed
STK

20766SD

Emergency 
Light 2 
x 5.4W 
Round 
Heads, 
white Finish 
with Self 
Diagnostics

10.8 5 16 3.5 N/A N/A BBUP N/A white
20º 
to 

95ºF
2

6V 
5.4W 
939/

20734J

N/A 90
UL/
ETL 

Listed
SPC

21760

Emergency 
Light 2 x 
5.4W Fixed 
Prismatic 
Heads 
white

10.8 5 12 2.5 N/A N/A BBUP N/A white
20º 
to 

95ºF
2

6V 
54W 

DC T5/
20734

90 
UL/
ETL 

Listed
STK

21762

Emergency 
Light 2 x 
5.4W Fixed 
Prismatic 
Heads 
black

10.8 5 12 2.5 N/A N/A BBUP N/A black
20º 
to 

95ºF
2

6V 
54W 

DC T5/
 20734

90 
UL/
ETL 

Listed
STK

Accessories

207WG Wire Guard for Exit Sign

207R1 Single White Remote Head 6W 6V

207R2 Double White Remote Head 6W 6V

207R3 Single Grey Remote Waterpoof Head 5.4W 6V

207R4 Double Grey Remote Waterproof Head 2 X 5.4W 6V

20734 Lead Acid Battery 6V 4.5 Ah In-terminals

20734J Lead Acid Battery 6V 4.5 Ah Out-terminals

20739 Lead Acid Battery 6V 10 Ah

Call for availability on Special (SPC) 93
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POLYCARBONATE EMERGENCY / EXIT COMBINATION SIGNS, 120 OR 277 VOLTAGE, DAMP LOCATION

HEAVY DUTY EMERGENCY LIGHTING, 120 OR 277 VOLTAGE, DAMP LOCATION
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Polycarbonate
Combos

Heavy Duty 
Emergency 

Lighting

20684
Full LED Exit/Emergency 
Combo Red Letters, 
White Housing

1 7.48 12.2 1.65 25+ red BBUP double white 32º to 
100ºF 2 206HDS/

207B4 N/A 90 UL 924 Listed STK

20685
Full LED Exit/Emergency 
Combo Green Letters, 
White Housing

1 7.48 12.2 1.65 25+ green BBUP double white 32º to 
100ºF 2 206HDS/

207B4 N/A 90 UL 924 Listed STK

20784
2 Headed Adjustable LED 
Exit/Emergency Combo Red 
Letters with White Housing

4 15.6 21.6 4.5 25 red BBUP double white 5º to 
104ºF 2

6V 5.4W 
939/

20734
N/A 90 UL/ETL Listed STK

20784RM

2 Headed Adjustable LED 
Exit/Emergency Combo Red 
Letters, White Housing with 
Remote Test

4 15.6 21.6 4.5 25 red BBUP double white 5º to 
104ºF 2

6V 5.4W 
939/

20734
N/A 90 UL/ETL Listed STK

20785
2 Headed Adjustable LED  
Exit/ Emergency Combo 
GRN Letters, White Housing

2 15.6 21.6 4.5 25 green BBUP double white 5º to 
104ºF 2

6V 5.4W 
939/

20734
N/A 90 UL/ETL Listed STK

20794
2 Headed Adjustable LED 
Exit/Emergency Combo Red 
Letters, Black Housing

4 15.6 21.6 4.5 25 red BBUP double black 5º to 
104ºF 2

6V 5.4W 
939/

20734
N/A 90 UL/ETL Listed STK

20795
2 Headed Adjustable LED 
Exit/Emergency Combo 
GRN Letters, Black Housing

2 15.6 21.6 4.5 25 green BBUP double black 5º to 
104ºF 2

6V 5.4W 
939/

20734
N/A 90 UL/ETL Listed STK

20786BLK

2 Headed Adjustable “Bug 
Eye” LED Exit/Emergency 
Combo Red Letters, 
Black Housing

4 15.7 21.8 4.5 25 red BBUP double black 5º to 
104ºF 2

6V 5.4W 
MR16 
3 8º/

20734

N/A 90 UL/ETL Listed SPC

20786

2 Headed Adjustable “Bug 
Eye” LED Exit/Emergency 
Combo Red Letters, 
White Housing

4 15.7 21.8 4.5 25 red BBUP double white 5º to 
104ºF 2

6V 5.4W 
MR16 
38º/

20734

N/A 90 UL/ETL Listed STK

20787

2 Headed Adjustable “Bug 
Eye” LED Exit/Emergency 
Combo GRN Letters, 
White Housing

2 15.7 21.8 3.5 25 green BBUP double white 5º to 
104ºF 2

6V 5.4W 
MR16 
38º/

20734

N/A 90 UL/ETL Listed STK

20787BLK

2 Headed Adjustable “Bug 
Eye” LED Exit/Emergency 
Combo GRN Letters, 
Black Housing

2 15.7 21.8 4.5 25 green BBUP double black 5º to 
104ºF 2

6V 5.4W 
MR16 
38º/

20734

N/A 90 UL/ETL Listed SPC

Accessories
207LWG Large Wire Guard for Exit Sign 206HDS White LED Emergency Heads
207R1 Single White Remote Head 6W 6V 207B4 Ni-Cd Battery 4.8VDC

207R2 Double White Remote Head 6W 6V 20703 Plasic Exit Canopy LED Combo
207R3 Single Grey Remote Waterpoof Head 5.4W 6V 206FPWH Faceplate LED Combo
207R4 Double Grey Remote Waterproof Head 2 X 5.4W 6V
207RT Hand Held Remote Test Unit
20734 Lead Acid Battery 6V 4.5 Ah In-Terminals

20775
50 Watt 6V Heavy Duty 
Emergency Light Unit w/
35W Remote Capacity

50/
35 14 12.5 3 N/A N/A BBUP N/A off-

white
-40º to 
50ºC 2 6V 7.2W/

20739 N/A 90

UL 924, NFPA 
LIFE Safety 
Code 101, ETL 
Listed

SPC

20776
50 Watt 12V Heavy Duty 
Emergency Light Unit w/
32W Remote Capacity

50/
32 14 12.5 3 N/A N/A BBUP N/A off-

white
-40º to 
50ºC 2 12V 9W/

20739 N/A 90

UL 924, NFPA 
LIFE Safety 
Code 101, ETL 
Listed

SPC

20777
50 Watt 12V Heavy Duty 
Emergency Light Unit w/
10W Remote Capacity

50/
10 14 12.5 3 N/A N/A BBUP N/A off-

white
-40º to 
50ºC 2 12V 20W/

20739 N/A 90

UL 924, NFPA 
LIFE Safety 
Code 101, ETL 
Listed

SPC

20778
100 Watt 6V Heavy Duty 
Emergency Light Unit w/
85W Remote Capacity

100/
85 14 12.5 5 N/A N/A BBUP N/A off-

white
-40º to 
50ºC 2 6V 7.2W/

20739 N/A 90

UL 924, NFPA 
LIFE Safety 
Code 101, ETL 
Listed

SPC

20779
100 Watt 12V Heavy Duty 
Emergency Light Unit w/
82W Remote Capacity

100/
82 14 13 5 N/A N/A BBUP N/A off-

white
-40º to 
50ºC 2 12V 9W/

20739 N/A 90

UL 924, NFPA 
LIFE Safety 
Code 101, ETL 
Listed

SPC

Accessories
207R1 Single White Remote Head 6W 6V
207R2 Double White Remote Head 6W 6V
207R3 Single Grey Remote Waterpoof Head 5.4W 6V
207R4 Double Grey Remote Waterproof Head 2 X 5.4W 6V
20739 Lead Acid Battery 6V 10 Ah

Call for availability on Special (SPC)

Exit &
 Em

erg
ency Lig

hting

94

8
0
0
.3

2
4

.1
4

9
6

 |
 tcp

i.co
m

FIXTURES
2011



WET LOCATION EXIT AND EMERGENCY LIGHTING, 120 OR 277 VOLTAGE, WET LOCATION
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Exit/Emergency

Diecast Exits

23500
Wet Location Single Face 
LED Exit Red Letters 
Battery Backup

3 12 12 5.25 25 red BBUP single white 0º to 
40ºC 2 20732 N/A 90

NFPA Life 
Safety 101, 
NEC, OSHA, 

NEMA 4

SPC

23501
Wet Location Single Face 
LED Exit GRN Letters 
Battery Backup

3 12 12 5.25 25 green BBUP single white 0º to 
40ºC 2 20732 N/A 90

NFPA Life 
Safety 101, 
NEC, OSHA, 

NEMA 4

SPC

23503
Wet Location Emergency 
Unit Battery Back-up
2 - 7.2W 6V heads

14 12.5 9.75 6 N/A n/a BBUP n/a white 0º to 
40ºC 2

6V 
7.2W/
20739

N/A 90

NFPA Life 
Safety 101, 
NEC, OSHA, 

NEMA 4

SPC

23504
Wet Location Red LED 
Exit Emergency Combo 
Battery Backup

3 18 12 5.25 25 red BBUP single white 0º to 
40ºC 2

6V 5.4W 
939/

20733
N/A 90

NFPA Life 
Safety 101, 
NEC, OSHA, 

NEMA 4

SPC

23505
Wet Location GRN LED 
Exit Emergency Combo 
Battery Backup

3 18 12 5.25 25 green BBUP single white 0º to 
40ºC 2

6v 5.4W 
939/

20733
N/A 90

NFPA Life 
Safety 101, 
NEC, OSHA, 

NEMA 4

SPC

Accessories

20732 Ni-Cd Battery 4.8V 1000 Mah

20733 Ni-Cd Battery 6V 4.5 Ah

20739 Lead Acid Battery 6V 10 Ah

Exit &
 Em

erg
ency Lig

hting

95

8
0
0
.3

2
4

.1
4

9
6

 |
 tcp

i.co
m

DIECAST EXIT SIGNS, 120 OR 277 VOLTAGE, DAMP LOCATION (CONTINUED ON NEXT PAGE)

26D90 Die Cast Exit Sign Red Single 
Face AC Only 3.6 9 13.25 1.9 25 red AC Only single black -0º to 

50ºF N/A N/A N/A N/A UL/ETL 
Listed SPC

26D90W Die Cast Exit Sign Red Single 
Face AC Only White 3.6 9 13.25 1.9 25 red AC Only single white -0º to 

50ºF N/A N/A N/A N/A UL/ETL 
Listed SPC

26D91 Die Cast Exit Sign Green 
Single Face AC Only 4.4 9 13.25 1.9 25 green AC Only single black -0º to 

50ºF N/A N/A N/A N/A UL/ETL 
Listed SPC

26D91W Die Cast Exit Sign Green 
Single Face AC Only White 4.4 9 13.25 1.9 25 green AC Only single white -0º to 

50ºF N/A N/A N/A N/A UL/ETL 
Listed SPC

26D93 Die Cast Exit Sign Red Double 
Face AC Only 3.6 9 13.25 1.9 25 red AC Only double black -0º to 

50ºF N/A N/A N/A N/A UL/ETL 
Listed SPC

26D93W Die Cast Exit Sign Red Double 
Face AC Only White 3.6 9 13.25 1.9 25 red AC Only double white -0º to 

50ºF N/A N/A N/A N/A UL/ETL 
Listed SPC

26D94 Die Cast Exit Sign Green 
Double Face AC Only 4.4 9 13.25 1.9 25 green AC Only double black -0º to 

50ºF N/A N/A N/A N/A UL/ETL 
Listed SPC

26D94W Die Cast Exit Sign Green 
Double Face AC Only White 4.4 9 13.25 1.9 25 green AC Only double white -0º to 

50ºF N/A N/A N/A N/A UL/ETL 
Listed SPC

26L90 Die Cast Exit Sign Red Single 
Face Battery Backup 3.6 9 13.25 1.9 25 red BBUP single black -0º to 

50ºF N/A 20730 N/A 90 UL/ETL 
Listed SPC

26L90W Die Cast Exit Sign Red Single 
Face Battery Backup White 3.6 9 13.25 1.9 25 red BBUP single white -0º to 

50ºF N/A 20730 N/A 90 UL/ETL 
Listed SPC

26L91 Die Cast Exit Sign Green 
Single Face Battery Backup 4.4 9 13.25 1.9 25 green BBUP single black -0º to 

50ºF N/A 20730 N/A 90 UL/ETL 
Listed SPC

26L91W
Die Cast Exit Sign GRN 
Single Face Battery Backup 
White

4.4 9 13.25 1.9 25 green BBUP single white -0º to 
50ºF N/A 20730 N/A 90 UL/ETL 

Listed SPC

26L93 Die Cast Exit Sign Red Double 
Face Battery Backup 3.6 9 13.25 1.9 25 red BBUP double black -0º to 

50ºF N/A 20730 N/A 90 UL/ETL 
Listed SPC

26L93W Die Cast Exit Sign Red Double 
Face Battery Backup White 3.6 9 13.25 1.9 25 red BBUP double white -0º to 

50ºF N/A 20730 N/A 90 UL/ETL 
Listed SPC

26L94 Die Cast Exit Sign Green 
Double Face Battery Backup 4.4 9 13.25 1.9 25 green BBUP double black -0º to 

50ºF N/A 20730 N/A 90 UL/ETL 
Listed SPC

26L94W
Die Cast Exit Sign Green 
Double Face Battery Backup 
White

4.4 9 13.25 1.9 25 green BBUP double white -0º to 
50ºF N/A 20730 N/A 90 UL/ETL 

Listed SPC

Accessories

207WG Wire Guard for Exit Sign

207PS Polycarbonate Shield for Exit Sign

20730 Ni-Cd Battery 4.8V 650 mAh

207WGWH White Wire Guard for Exit Sign

FIXTURES
2011



NYC EXIT SIGNS – RED, 120 OR 277 VOLTAGE, INDOOR

RECESSED EDGELIT EXIT SIGNS - GREEN, 120 OR 277 VOLTAGE, INDOOR (CONTINUED ON NEXT PAGE)

It
em

 N
um

be
r

It
em

 D
es

cr
ip

ti
on

W
at

ts

H
ei

gh
t (

in
ch

es
)

W
id

th
 (

in
ch

es
)

D
ep

th
 (

In
ch

es
)

La
m

p 
Li

fe
 (

Y
rs

.)

E
xi

t C
ol

or

Si
ng

le
/D

ou
bl

e 
Fa

ce

A
C/

B
at

te
ry

 B
ac

ku
p

N
um

be
r 

Of
 L

am
ps

Te
m

pe
ra

tu
re

 R
an

ge

H
ou

si
ng

 C
ol

or

R
ep

la
ce

m
en

t L
am

p 
/ B

at
te

ry

E
xi

t P
la

te
 C

ol
or

B
at

te
ry

 R
un

tim
e 

(M
in

)

Ce
rt

ifi
ca

tio
ns

St
oc

ki
ng

 o
r 

Sp
ec

ia
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Recessed 
Edgelit Exits

Steel

27D98NY Red AC Exit Steel 8 
Inch Letters 3 10.5 14.5 2.25 N/A red AC S white -68ºF

122ºF N/A N/A H N/A
UL, NFPA LIFE 
Safety Code 
101, NEC

SPC

27L98NY Red BBU Exit Steel 8 
Inch Letters 5 10.5 14.5 2.25 N/A red BBUP S white -68ºF

122ºF N/A 20736 H 90
UL, NFPA LIFE 
Safety Code 
101, NEC

SPC

Diecast

26D93NY Diecast Red Double 
Face AC 8 Inch Letters 3 10.5 14.5 2.25 N/A red AC D brushed

aluminum
-68ºF
122ºF N/A N/A A N/A

UL, NFPA LIFE 
Safety Code 
101, NEC

SPC

26L93NY
Diecast Red Double 
Face BBU 8 Inch 
Letters

5 10.5 14.5 2.25 N/A red BBUP D brushed
aluminum

-68ºF
122ºF N/A 20730 BA 90

UL, NFPA LIFE 
Safety Code 
101, NEC

SPC

Accessories
207WG Wire Guard for Exit Sign

207PS Polycarbonate Shield for Exit Sign

20730 Ni-Cd Battery 4.8V 650 mAh

20736 Ni-Cd Battery 3.6V 1200 mAh

207WGWH White Wire Guard for Exit Sign

2EH01
Recessed Exit Green 
AC Only BA Trim 
Single Face Clear

3 12 15.8 5.25 25 green AC 
Only S brushed

aluminum
-4º to 
113ºF N/A N/A clear N/A UL/ETL 

Listed SPC

2EH02
Recessed Exit Green 
AC Only BA Trim 
Single Face White

3 12 15.8 5.25 25 green AC 
Only S brushed

aluminum
-4º to 
113ºF N/A N/A white N/A UL/ETL 

Listed SPC

2EH03
Recessed Exit Green 
AC Only BA Trim 
Single Face Mirrored

3 12 15.8 5.25 25 green AC 
Only S brushed

aluminum
-4º to 
113ºF N/A N/A mirror N/A UL/ETL 

Listed SPC

2EH04
Recessed Exit Green 
AC Only White Trim 
Single Face Clear

3 12 15.8 5.25 25 green AC 
Only S white -4º to 

113ºF N/A N/A clear N/A UL/ETL 
Listed SPC

2EH05
Recessed Exit Green 
AC Only Wghite Trim 
Single Face White

3 12 15.8 5.25 25 green AC S white -4º to 
113ºF N/A N/A white N/A UL/ETL 

Listed SPC

2EH06
Recessed Exit Green 
AC Only White Trim 
Single Face Mirrored

3 12 15.8 5.25 25 green AC 
Only S white -4º to 

113ºF N/A N/A mirror N/A UL/ETL 
Listed SPC

2EH07
Recessed Exit Green 
AC Only BA Trim 
Double Face White

3 12 15.8 5.25 25 green AC 
Only D brushed

aluminum
-4º to 
113ºF N/A N/A white N/A UL/ETL 

Listed SPC

2EH08
Recessed Exit Green 
AC Only BA Trim 
Double Face Mirrored

3 12 15.8 5.25 25 green AC 
Only D brushed

aluminum
-4º to 
113ºF N/A N/A mirror N/A UL/ETL 

Listed SPC

2EH09
Recessed Exit Green 
AC Only White Trim 
Double Face White

3 12 15.8 5.25 25 green AC 
Only D white -4º to 

113ºF N/A N/A white N/A UL/ETL 
Listed SPC

2EH10
Recessed Exit Green 
AC Only White Trim 
Double Face Mirrored

3 12 15.8 5.25 25 green AC 
Only D white -4º to 

113ºF N/A N/A mirror N/A UL/ETL 
Listed SPC

2EK01

Recessed Exit Green 
Battery Backup 
Brushed Alum Trim 
Single Face Clear

5 12 15.8 5.25 25 green BBUP S brushed
aluminum

-4º to 
113ºF N/A 20730 clear N/A UL/ETL 

Listed SPC

Call for availability on Special (SPC)
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Recessed 
Edgelit Exits

2EK02

Recessed Green Exit 
Battery Backup 
Brushed Alum Trim 
Single Face White

5 12 15.8 5.25 25 green BBUP S brushed
aluminum

-4º to 
113ºF N/A 20730 white N/A UL/ETL 

Listed SPC

2EK03

Recessed Exit Green 
Battery Backup 
Brushed Alum Trim 
Single Face Mirrored

5 12 15.8 5.25 25 green BBUP S brushed
aluminum

-4º to 
113ºF N/A 20730 mirror N/A UL/ETL 

Listed SPC

2EK04
Recessed Green Exit 
Battery Backup White 
Single Face Clear

5 12 15.8 5.25 25 green BBUP S white -4º to 
113ºF N/A  20730 clear N/A UL/ETL 

Listed SPC

2EK05
Recessed Green Exit 
Battery Backup White 
single Face White

5 12 15.8 5.25 25 green BBUP S white -4º to 
113ºF N/A 20730 white N/A UL/ETL 

Listed SPC

2EK06

Recessed Green Exit 
Battery Backup White 
Trim Single Face 
Mirrored

5 12 15.8 5.25 25 green BBUP S white -4º to 
113ºF N/A 20730 mirror N/A UL/ETL 

Listed SPC

2EK07

Recessed Exit Green 
Battery Backup 
Brushed Alum Trim 
Double Face White

5 12 15.8 5.25 25 green BBUP D brushed
aluminum

-4º to 
113ºF N/A 20730 white N/A UL/ETL 

Listed SPC

2EK08

Recessed Exit Green 
Battery Backup 
Brushed Alum Trim 
Double Face Mirrored

5 12 15.8 5.25 25 green BBUP D brushed
aluminum

-4º to 
113ºF N/A 20730 mirror N/A UL/ETL 

Listed SPC

2EK09

Recessed Green Exit 
Battery Backup White 
Trim Double Face 
White

5 12 15.8 5.25 25 green BBUP D white -4º to 
113ºF N/A 20730 white N/A UL/ETL 

Listed SPC

2EK10

Recessed Green Exit 
Battery Backup White 
Trim Double Face 
Mirrored

5 12 15.8 5.25 25 green BBUP D white -4º to 
113ºF N/A 20730 mirror N/A UL/ETL 

Listed SPC

2EG01
Recessed Red Exit 
AC Only BA Trim 
Single Face Clear

5 12 15.8 5.25 25 red AC 
Only S brushed

aluminum
-4º to 
113ºF N/A N/A clear N/A UL/ETL 

Listed SPC

2EG02
Recessed Red Exit 
AC Only BA Trim 
Single Face White

5 12 15.8 5.25 25 red AC 
Only S brushed

aluminum
-4º to 
113ºF N/A N/A white N/A UL/ETL 

Listed SPC

2EG03
Recessed Red Exit 
AC Only BA Trim 
Single Face Mirrored

5 12 15.8 5.25 25 red AC 
Only S brushed

aluminum
-4º to 
113ºF N/A N/A mirror N/A UL/ETL 

Listed SPC

2EG04
Recessed Red Exit 
AC Only white Trim 
Single Face Clear

5 12 15.8 5.25 25 red AC 
Only S white -4º to 

113ºF N/A N/A clear N/A UL/ETL 
Listed SPC

2EG05
Recessed Red Exit 
AC Only white Trim 
Single Face White

5 12 15.8 5.25 25 red AC 
Only S white -4º to 

113ºF N/A N/A white N/A UL/ETL 
Listed SPC

2EG06
Recessed Red Exit 
AC Only white Trim 
Single Face Mirrored

5 12 15.8 5.25 25 red AC 
Only S white -4º to 

113ºF N/A N/A mirror N/A UL/ETL 
Listed SPC

2EG07
Recessed Red Exit 
AC Only BA Trim 
Double Face White

5 12 15.8 5.25 25 red AC 
Only D brushed

aluminum
-4º to 
113ºF N/A N/A white N/A UL/ETL 

Listed SPC

2EG08
Recessed Red Exit 
AC Only BA Trim 
Double Face Mirrored

5 12 15.8 5.25 25 red AC 
Only D brushed

aluminum
-4º to 
113ºF N/A N/A mirror N/A UL/ETL 

Listed SPC

2EG09
Recessed Red Exit 
AC Only white Trim 
Double Face White

5 12 15.8 5.25 25 red AC 
Only D white -4º to 

113ºF N/A N/A white N/A UL/ETL 
Listed SPC

2EG10
Recessed Red Exit 
AC Only white Trim 
Double Face Mirrored

5 12 15.8 5.25 25 red AC 
Only D white -4º to 

113ºF N/A N/A mirror N/A UL/ETL 
Listed SPC

Accessories

20730 Ni-Cd Battery 4.8V 650mAh

RECESSED EDGELIT EXIT SIGNS - GREEN, 120 OR 277 VOLTAGE, INDOOR (CONTINUED)

RECESSED EDGELIT EXIT SIGNS - RED, 120 OR 277 VOLTAGE, INDOOR (CONTINUED ON NEXT PAGE)

Call for availability on Special (SPC)
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Recessed 
Edgelit Exits

2EJ01

Recessed Red Exit 
Battery Backup 
Brushed Alum Trim 
Single Face Clear

5 12 15.8 5.25 25 red BBUP S brushed
aluminum

-4º to 
113ºF N/A 20730 clear 90 UL/ETL 

Listed SPC

2EJ02

Recessed Red Exit 
Battery Backup BA 
Trim Single Face 
white

5 12 15.8 5.25 25 red BBUP S brushed
aluminum

-4º to 
113ºF N/A 20730 white 90 UL/ETL 

Listed SPC

2EJ03

Recessed Red Exit 
Battery Backup 
Brushed Alum Trim 
Single Face Mirrored

5 12 15.8 5.25 25 red BBUP S brushed
aluminum

-4º to 
113ºF N/A 20730 mirror 90 UL/ETL 

Listed SPC

2EJ04
Recessed Red Exit 
Battery Backup white 
Single Face Clear

5 12 15.8 5.25 25 red BBUP S white -4º to 
113ºF N/A 20730 clear 90 UL/ETL 

Listed SPC

2EJ05
Recessed Red Exit 
Battery Backup white 
Single Face White

5 12 15.8 5.25 25 red BBUP S white -4º to 
113ºF N/A 20730 white N/A UL/ETL 

Listed SPC

2EJ06

Recessed Red Exit 
Battery Backup white 
Trim Single Face 
Mirrored

5 12 15.8 5.25 25 red BBUP S white -4º to 
113ºF N/A 20730 mirror 90 UL/ETL 

Listed SPC

2EJ07

Recessed Red Exit 
Battery Backup 
Brushed Alum Trim 
Double Face White

5 12 15.8 5.25 25 red BBUP D brushed
aluminum

-4º to 
113ºF N/A 20730 white 90 UL/ETL 

Listed SPC

2EJ08

Recessed Red Exit 
Battery Backup 
Brushed Alum Trim 
Double Face Mirrored

5 12 15.8 5.25 25 red BBUP D brushed
aluminum

-4º to 
113ºF N/A 20730 mirror 90 UL/ETL 

Listed SPC

2EJ09

Recessed Red Exit 
Battery Backup white 
Trim Double Face 
White

5 12 15.8 5.25 25 red BBUP D white -4º to 
113ºF N/A 20730 white 90 UL/ETL 

Listed SPC

2EJ10

Recessed Red Exit 
Battery Backup white 
Trim Double Face 
Mirrored

5 12 15.8 5.25 25 red BBUP D white -4º to 
113ºF N/A 20730 mirror 90 UL/ETL 

Listed SPC

Accessories

20730 Ni-Cd Battery 4.8V 650mAh

Our people make the difference. 
TCP’s knowledgeable sales and service team are eager to assist you!

Call 800.324.1496 today!
or visit www.tcpi.com

Call for availability on Special (SPC)

RECESSED EDGELIT EXIT SIGNS - RED, 120 OR 277 VOLTAGE, INDOOR (CONTINUED)
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Surface Mount 
Edgelit Exits

SURFACE MOUNT EDGELIT EXIT SIGNS - GREEN, 120 OR 277 VOLTAGE, INDOOR

Accessories

20730 Ni-Cd Battery 4.8V 650mAh

2EM01
Surface Mount Exit 
GRN AC Only BA Single 
Face Clear

3 10.75 13 15.8 25 green AC Only S brushed
aluminum

-4º to 
113ºF N/A N/A clear N/A UL/ETL 

Listed SPC

2EM02
Surface Mount Exit 
GRN AC Only BA Single 
Face White

3 10.75 13 15.8 25 green AC Only S brushed
aluminum

-4º to 
113ºF N/A N/A white N/A UL/ETL 

Listed SPC

2EM03
Surface Mount Exit 
GRN AC Only BA Single 
Face Mirrored

3 10.75 13 15.8 25 green AC Only S brushed
aluminum

-4º to 
113ºF N/A N/A mirror N/A UL/ETL 

Listed SPC

2EM04
Surface Mount Exit 
GRN AC Only White 
Single Face Clear

3 10.75 13 15.8 25 green AC Only S white -4º to 
113ºF N/A N/A clear N/A UL/ETL 

Listed SPC

2EM05
Surface Mount Exit 
GRN AC Only White 
Single Face White

3 10.75 13 15.8 25 green AC Only S white -4º to 
113ºF N/A N/A white N/A UL/ETL 

Listed SPC

2EM06

Surface Mount Exit 
GRN AC Only White 
Trim Single Face 
Mirrored

3 10.75 13 15.8 25 green AC Only S white -4º to 
113ºF N/A N/A mirror N/A UL/ETL 

Listed SPC

2EM07
Surface Mount Exit 
GRN AC Only BA Trim 
Double Face White

3 10.75 13 15.8 25 green AC Only D brushed
aluminum

-4º to 
113ºF N/A N/A white N/A UL/ETL 

Listed SPC

2EM08
Surface Mount Exit 
GRN AC Only BA Trim 
Double Face Mirrored

3 10.75 13 15.8 25 green AC Only D brushed
aluminum

-4º to 
113ºF N/A N/A mirror N/A UL/ETL 

Listed SPC

2EM09
Surface Mount Exit 
GRN AC Only White 
Double Face White

3 10.75 13 15.8 25 green AC Only D white -4º to 
113ºF N/A N/A white N/A UL/ETL 

Listed SPC

2EM10
Surface Mount Exit 
GRN AC Only White 
Double Face Mirrored

3 10.75 13 15.8 25 green AC Only D white -4º to 
113ºF N/A N/A mirror N/A UL/ETL 

Listed SPC

2EP01
Surface Mount Exit 
GRN Battery Backup 
BA Single Face CL

5 10.75 13 15.8 25 green BBUP S brushed
aluminum

-4º to 
113ºF N/A 20730 clear 90 UL/ETL 

Listed SPC

2EP02

Surface Mount Exit 
GRN Battery Backup 
BA Trim Single Face 
White

5 10.75 13 15.8 25 green BBUP S brushed
aluminum

-4º to 
113ºF N/A 20730 white 90 UL/ETL 

Listed SPC

2EP03

Surface Mount Exit 
GRN Battery Backup 
BA Trim Single Face 
Mirrored

5 10.75 13 15.8 25 green BBUP S brushed
aluminum

-4º to 
113ºF N/A 20730 mirror 90 UL/ETL 

Listed SPC

2EP04

Surface Mount Exit 
GRN Battery Backup 
White Trim Single 
Face CL

5 10.75 13 1.75 25 green BBUP S white -4º to 
113ºF N/A 20730 clear 90 UL/ETL 

Listed SPC

2EP05

Surface Mount Exit 
GRN Battery Backup 
white Trim Single Face 
White

5 10.75 13 1.75 25 green BBUP S white -4º to 
113ºF N/A 20730 white 90 UL/ETL 

Listed SPC

2EP06

Surface Mount Exit 
GRN Battery Backup 
White Trim Single Face 
Mirrored

5 10.75 13 1.75 25 green BBUP S white -4º to 
113ºF N/A 20730 mirror 90 UL/ETL 

Listed SPC

2EP07
Surface Mount Exit 
GRN Battery Backup 
BA Double Face White

5 10.75 13 15.8 25 green BBUP D brushed
aluminum

-4º to 
113ºF N/A 20730 white 90 UL/ETL 

Listed SPC

2EP08

Surface Mount Exit 
GRN Battery Backup 
BA Double Face Mir-
rored

5 10.75 13 15.8 25 green BBUP D brushed
aluminum

-4º to 
113ºF N/A 20730 mirror 90 UL/ETL 

Listed SPC

2EP09

Surface Mount Exit 
GRN Battery Backup 
White Trim Double Face 
White

5 10.75 13 1.75 25 green BBUP D white -4º to 
113ºF N/A 20730 white 90 UL/ETL 

Listed SPC

2EP10

Surface Mount Exit 
GRN Battery Backup 
White Trim Double Face 
Mirrored

5 10.75 13 1.75 25 green BBUP D white -4º to 
113ºF N/A 20730 mirror 90 UL/ETL 

Listed SPC

Call for availability on Special (SPC)
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SURFACE MOUNT EDGELIT EXIT SIGNS - RED, 120 OR 277 VOLTAGE, INDOOR

Surface Mount 
Edgelit Exits

2EL01
Surface Mount LED Exit 
Red AC Only BA Single 
Face Clear

3 10.75 13 1.75 25 red AC Only S brushed
aluminum

-4º to 
113ºF N/A N/A clear N/A UL/ETL 

Listed SPC

2EL02
Surface Mount LED Exit 
Red AC Only BA Trim 
Single Face White

3 10.75 13 1.75 25 red AC Only S brushed
aluminum

-4º to 
113ºF N/A N/A white N/A UL/ETL 

Listed SPC

2EL03
Surface Mount LED Exit 
Red AC Only BA Trim 
Single Face Mirrored

3 10.75 13 1.75 25 red AC Only S brushed
aluminum

-4º to 
113ºF N/A N/A mirror N/A UL/ETL 

Listed SPC

2EL04
Surface Mount LED Exit 
Red AC Only White Trim 
Single Face Clear

3 10.75 13 1.75 25 red AC Only S white -4º to 
113ºF N/A N/A clear N/A UL/ETL 

Listed SPC

2EL05
Surface Mount LED Exit 
Red AC Only White Trim 
Single Face White

3 10.75 13 1.75 25 red AC Only S white -4º to 
113ºF N/A N/A white N/A UL/ETL 

Listed SPC

2EL06
Surface Mount LED Exit 
Red AC Only White Trim 
Single Face Mirrored

3 10.75 13 1.75 25 red AC Only S white -4º to 
113ºF N/A N/A mirror N/A UL/ETL 

Listed SPC

2EL07
Surface Mount LED Exit 
Red AC Only BA Trim 
Double Face White

3 10.75 13 1.75 25 red AC Only D brushed
aluminum

-4º to 
113ºF N/A N/A white N/A UL/ETL 

Listed SPC

2EL08
Surface Mount LED Exit 
Red AC Only BA Trim 
Double Face Mirrored

3 10.75 13 1.75 25 red AC Only D brushed
aluminum

-4º to 
113ºF N/A N/A mirror N/A UL/ETL 

Listed SPC

2EL09
Surface Mount LED Exit 
Red AC Only White Trim 
Double Face White

3 10.75 13 1.75 25 red AC Only D white -4º to 
113ºF N/A N/A white N/A UL/ETL 

Listed SPC

2EL10
Surface Mount LED Exit 
Red AC Only White Trim 
Double Face Mirrored

3 10.75 13 1.75 25 red AC Only D white -4º to 
113ºF N/A N/A mirror N/A UL/ETL 

Listed SPC

2EN01
Surface Mount LED Exit 
Red Battery Backup BA 
Single Face Clear

5 10.75 13 1.75 25 red BBUP S brushed
aluminum

-4º to 
113ºF N/A     

20730 clear 90 UL/ETL 
Listed SPC

2EN02
Surface Mount LED Exit 
Red Battery Backup BA 
Trim Single Face White

5 10.75 13 1.75 25 red BBUP S brushed
aluminum

-4º to 
113ºF N/A 20730 white 90 UL/ETL 

Listed SPC

2EN03
Surface Mount LED Exit 
Red Battery Backup BA 
Single Face Mirrored

5 10.75 13 1.75 25 red BBUP S brushed
aluminum

-4º to 
113ºF N/A 20730 mirror 90 UL/ETL 

Listed SPC

2EN04
Surface Mount LED Exit 
Red Battery Backup White 
Trim Single Face Clear

5 10.75 13 1.75 25 red BBUP S white -4º to 
113ºF N/A 20730 clear 90 UL/ETL 

Listed SPC

2EN05
Surface Mount LED Exit 
Red Battery Backup White 
Trim Single Face White

5 10.75 13 1.75 25 red BBUP S white -4º to 
113ºF N/A 20730 white 90 UL/ETL 

Listed SPC

2EN06

Surface Mount LED Exit 
Red Battery Backup 
White Trim Single Face 
Mirrored

5 10.75 13 1.75 25 red BBUP S white -4º to 
113ºF N/A 20730 mirror 90 UL/ETL 

Listed SPC

2EN07
Surface Mount LED Exit 
Red Battery Backup BA 
Trim Double Face White

5 10.75 13 1.75 25 red BBUP D brushed
aluminum

-4º to 
113ºF N/A 20730 white 90 UL/ETL 

Listed SPC

2EN08
Surface Mount LED Exit 
Red Battery Backup BA 
Double Face Mirrored

5 10.75 13 1.75 25 red BBUP D brushed
aluminum

-4º to 
113ºF N/A 20730 mirror 90 UL/ETL 

Listed SPC

2EN09
Surface Mount LED Exit 
Red Battery Backup White 
Trim Double Face White

5 10.75 13 1.75 25 red BBUP D white -4º to 
113ºF N/A 20730 white 90 UL/ETL 

Listed SPC

2EN10

Surface Mount LED Exit 
Red Battery Backup 
White Trim Double Face 
Mirrored

5 10.75 13 1.75 25 red BBUP D white -4º to 
113ºF N/A 20730 mirror 90 UL/ETL 

Listed SPC
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Accessories

20730 Ni-Cd Battery 4.8V 650mAh

Call for availability on Special (SPC)
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Steel LED Exits
Emergency 

Lights & Combos

STEEL LED EXIT SIGNS, 120 OR 277 VOLTAGE, DAMP LOCATION
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27D98
Steel LED Red 
Universal AC 
Only Exit Sign

3 7.63 12.1 2.3 25 red AC Only D white -4º to 
113ºF N/A N/A N/A N/A UL/ETL 

Listed SPC

27D99
Steel LED Green 
Universal AC 
Only Exit Sign

3 7.63 12.1 2.3 25 green AC Only D white -4º to 
113ºF N/A N/A N/A N/A UL/ETL 

Listed SPC

27L98

Steel LED Red 
Universal Battery 
Backup Exit 
Sign

5 7.63 12.1 2.3 25 red BBUP D white -4º to 
113ºF N/A 27LBATTERY N/A 90 UL/ETL 

Listed SPC

27L99

Steel LED Green 
Universal Battery 
Backup Exit 
Sign

5 7.63 12.1 2.3 25 green BBUP D white -4º to 
113ºF N/A 27LBATTERY N/A 90 UL/ETL 

Listed SPC

2S760
Steel Emergency 
Light no Heads, 
18W Capacity

18 12 13.1 2.9 N/A N/A BBUP beige 20º to 
95ºF 0 Par36/

20739 N/A 90 UL/ETL 
Listed SPC

2S761
Steel Emergency 
Light 1 Head, 
24W Capacity

24 12 13.1 2.9 N/A N/A BBUP beige 20º to 
95ºF 1 Par36/

20739 N/A 90 UL/ETL 
Listed SPC

2S762
Steel Emergency 
Light 2 Heads, 
24W Capacity

24 12 13.1 2.9 N/A N/A BBUP beige 20º to 
95ºF 2 Par36/

20739 N/A 90 UL/ETL 
Listed SPC

2S763
Steel Emergency 
Light 3 Heads, 
36W Capacity

36 12 13.1 2.9 N/A N/A BBUP beige 20º to 
95ºF 3 Par36/

20739 N/A 90 UL/ETL 
Listed SPC

27O90

Steel Red LED 
Universal Exit 
Emergency 
Combo

2.5 13 12.3 2.3 25 red BBUP S white 5º to 
104ºF 2 4W Par36/

20739 N/A 90 UL/ETL 
Listed SPC

27O91

Steel Green LED 
Universal Exit 
Emergency 
Combo

2.5 13 12.3 2.3 25 green BBUP S white 5º to 
104ºF 2 4W Par36/

20739 N/A 90 UL/ETL 
Listed SPC

Accessories
207WG Wire Guard for Exit Sign

27LBATTERY NiCd Battery 7.2V .64H

207WGWH White Wire Guard for Exit Sign

Accessories
20735 Lead Acid Battery 6V 7 Ah

20739 Lead Acid Battery 6V 10 Ah

STEEL EMERGENCY LIGHTS, 120 OR 277 VOLTAGE, DAMP LOCATION

STEEL LED EXIT / EMERGENCY COMBO SIGNS, 120 OR 277 VOLTAGE, DAMP LOCATION

Accessories
20739 Lead Acid Battery 6V 10 Ah

Make TCP your only source for all your 

 energy-efficient lighting needs.  

  Call 800.324.1496 

   for more information or to

    find a TCP distributor.

Call for availability on Special (SPC)
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SELF LUMINOUS EXIT SIGNS - 10 YEARS, DAMP LOCATION

SELF LUMINOUS EXIT SIGNS - 15 YEARS, DAMP LOCATION

SELF LUMINOUS EXIT SIGNS - 20 YEARS, DAMP LOCATION

Self-Luminous
(Tritium)

29R90 Self Luminous 10 Yr. Single Face 
Red w/White Housing 8.25 12.75 1 S white -76º to 212ºF 10 red Self-Luminous UL924, NFPA Life Safety 

Code 101 SPC

29R91 Self Luminous 10 Yr. Single Face 
Green w/White Housing 8.25 12.75 1 S white -76º to 212ºF 10 green Self-Luminous UL924, NFPA Life Safety 

Code 101 SPC

29R93 Self Luminous 10 Yr. Double Face 
Red w/White Housing 8.25 12.75 1 D white -76º to 212ºF 10 red Self-Luminous UL924, NFPA Life Safety 

Code 101 SPC

29R94 Self Luminous 10 Yr. Double Face 
Green w/White Housing 8.25 12.75 1 D white -76º to 212ºF 10 green Self-Luminous UL924, NFPA Life Safety 

Code 101 SPC

29R80 Self Luminous 10 Yr. Single Face 
Red w/Black Housing 8.25 12.75 1 S black -76º to 212ºF 10 red Self-Luminous UL924, NFPA Life Safety 

Code 101 SPC

29R81 Self Luminous 10 Yr. Single Face 
Green w/Black Housing 8.25 12.75 1 S black -76º to 212ºF 10 green Self-Luminous UL924, NFPA Life Safety 

Code 101 SPC

29R83 Self Luminous 10 Yr. Double Face 
Red w/Black Housing 8.25 12.75 1 D black -76º to 212ºF 10 red Self-Luminous UL924, NFPA Life Safety 

Code 101 SPC

29R84 Self Luminous 10 Yr. Double Face 
Green w/Black Housing 8.25 12.75 1 D black -76º to 212ºF 10 green Self-Luminous UL924, NFPA Life Safety 

Code 101 SPC

29S90 Self Luminous 15 Yr. Single Face 
Red w/White Housing 8.25 12.75 1 S white -76º to 212ºF 15 red Self-Luminous UL924, NFPA Life Safety 

Code 101 SPC

29S91 Self Luminous 15 Yr. Single Face 
Green w/White Housing 8.25 12.75 1 S white -76º to 212ºF 15 green Self-Luminous UL924, NFPA Life Safety 

Code 101 SPC

29S93 Self Luminous 15 Yr. Double Face 
Red w/White Housing 8.25 12.75 1 D white -76º to 212ºF 15 red Self-Luminous UL924, NFPA Life Safety 

Code 101 SPC

29S94 Self Luminous 15 Yr. Double Face 
Green w/White Housing 8.25 12.75 1 D white -76º to 212ºF 15 green Self-Luminous UL924, NFPA Life Safety 

Code 101 SPC

29S80 Self Luminous 15 Yr. Single Face 
Red w/Black Housing 8.25 12.75 1 S black -76º to 212ºF 15 red Self-Luminous UL924, NFPA Life Safety 

Code 101 SPC

29S81 Self Luminous 15 Yr. Single Face 
Green w/Black Housing 8.25 12.75 1 S black -76º to 212ºF 15 green Self-Luminous UL924, NFPA Life Safety 

Code 101 SPC

29S83 Self Luminous 15 Yr. Double Face 
Red w/Black Housing 8.25 12.75 1 D black -76º to 212ºF 15 red Self-Luminous UL924, NFPA Life Safety 

Code 101 SPC

29S84 Self Luminous 15 Yr. Double Face 
Green w/Blk Housing 8.25 12.75 1 D black -76º to 212ºF 15 green Self-Luminous

UL/ETL Listed UL924, 
NFPA Life Safety Code 
101

SPC

29T90 Self Luminous 20 Yr. Single Face 
Red w/White Housing 8.25 12.75 1 S white -76º to 212ºF 20 red Self-Luminous UL924, NFPA Life Safety 

Code 101 SPC

29T91 Self Luminous 20 Yr. Single Face 
Green w/White Housing 8.25 12.75 1 S white -76º to 212ºF 20 green Self-Luminous UL924, NFPA Life Safety 

Code 101 SPC

29T93 Self Luminous 20 Yr. Double Face 
Red w/White Housing 8.25 12.75 1 D white -76º to 212ºF 20 red Self-Luminous UL924, NFPA Life Safety 

Code 101 SPC

29T94 Self Luminous 20 Yr. Double Face 
Green w/White Housing 8.25 12.75 1 D white -76º to 212ºF 20 green Self-Luminous UL924, NFPA Life Safety 

Code 101 SPC

29T80 Self Luminous 20 Yr. Single Face 
Red w/Black Housing 8.25 12.75 1 S black -76º to 212ºF 20 red Self-Luminous UL924, NFPA Life Safety 

Code 101 SPC

29T81 Self Luminous 20 Yr. Single Face 
Green w/Black Housing 8.25 12.75 1 S black -76º to 212ºF 20 green Self-Luminous UL924, NFPA Life Safety 

Code 101 SPC

29T83 Self Luminous 20 Yr. Double Face 
Red w/Black Housing 8.25 12.75 1 D black -76º to 212ºF 20 red Self-Luminous UL924, NFPA Life Safety 

Code 101 SPC

29T84 Self Luminous 20 Yr. Double Face 
Green w/Black Housing 8.25 12.75 1 D black -76º to 212ºF 20 green Self-Luminous UL924, NFPA Life Safety 

Code 101 SPC

Accessories
207WG Wire Guard for Exit Sign
207WGWH White Wire Guard for Exit Sign
207PS Polycarbonate Shield for Exit Sign
29RC Security Cover for Self-Luminous Exit Sign

Accessories
207WG Wire Guard for Exit Sign
207WGWH White Wire Guard for Exit Sign
207PS Polycarbonate Shield for Exit Sign
29RC Security Cover for Self-Luminous Exit Sign

Accessories
207WG Wire Guard for Exit Sign

207WGWH White Wire Guard for Exit Sign

207PS Polycarbonate Shield for Exit Sign
29RC Security Cover for Self-Luminous Exit Sign

Call for availability on Special (SPC). NOTE: Self Luminous Exit Signs require special order form. Please call 800.324.1496.
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LED Retrofit Kits

Emergency 
Ballasts

LED RETROFIT KITS & ACCESSORIES
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20710 One Red LED Exit Retrofit 
Lamp .7 4.75 1.25 1.25 10+ 120 red 1 candelabra UL, cUL, UL924 STK

20711 One Red LED Exit Retrofit 
Lamp Kit With 2 Base Adapters .7 4.75 1.25 1.25 10+ 120 red 1 candelabra UL, cUL, UL924 STK

20714 Two Red LED Exit Retrofit 
Lamps With 4 Base Adapters .7 4.75 1.25 1.25 10+ 120 red 2 candelabra UL, cUL, UL924 STK  

20715
Two Red LED Exit Retrofit 
Lamps With 4 Base Adapters 
120 Use Only

1.2 4.75 1.25 1.25 10+ 120 red 2 candelabra ETL, CETL Listed to 
UL 924 Standards STK  

20716 Red LED Exit Retrofit Kit 
Hardwire 120/277 1.2 4.75 1.65 0.6 10+ 120 or 

277 red 2 hardwire ETL, CETL Listed to 
UL 924 Standards STK  

20717
Two Green LED Exit Retrofit 
Lamps With 4 Base Adapters 
120 Use Only

.7 5.6 6.9 1 10+ 120 green 2 candelabra ETL, CETL Listed to 
UL 924 Standards STK  

20718 Green LED Exit Retrofit Kit 
Hardwire 120/277 .7 4.75 1.65 0.6 10+ 120 or 

277 green 2 hardwire ETL, CETL Listed to 
UL 924 Standards STK  

20719
Two White LED Exit Retrofit 
Lamp, 4 Base Adapters, 120 
Use Only

1.7 4.75 1.65 .6 10+ 120 white 2 candelabra ETL, CETL Listed to 
UL 924 Standards STK

20720
Two Red LED Exit Retrofit 
Lamps, 4 Base Adapters, 2 Red 
Diffuser Panels

.7 5.6 6.9 1 10+ 120 red 2 candelabra ETL, CETL Listed to 
UL 924 Standards STK

20721 White LED Exit Retrofit Kit 
Hardware 1201277 1.8 4.75 6.9 1 10+ 120 or 

277 white 2 hardwire ETL, CETL Listed to 
UL 924 Standards STK

20797 Socket Adapter Candelabra to 
Medium Base 1 0.50 

dia SPC   

20798 Socket Adapter Candelabra to 
Intermediate Base 1 0.50 

dia SPC

20799 Socket Adapter Candelabra to 
Bayonet Base 1 0.50 

dia SPC

29999 Red Diffuser Panel for LED 
Exit Signs Only 9.6 6.5 .04 SPC

29999G GRN Diffuser Panel for LED 
Exit Signs Only 9.6 6.5 .04 SPC

29999JR Red Diffuser Panel for LED 
Exit Signs Only 6.8 11.7 .04 SPC

29999JG Green Diffuser Panel for LED 
Exit Signs Only 6.8 11.7 .04 SPC

29999LEDR Red Diffuser Panel for LED 
Exit Signs Only 6.8 11.7 .04 SPC

29999LEDG Green Diffuser Panel for LED 
Exit Signs Only 6.8 11.7 .04 SPC
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LINEAR AND COMPACT LAMP FLUORESCENT EMERGENCY BALLASTS, 120 OR 277 VOLTAGE

20B100 Emergency Ballast 500 Lumens 500 1 SPC

20B2PIN 2-Pin Emergency Ballast 650 Lumens 650 1 SPC

20B4PIN 4-Pin Emergency Ballast 650 Lumens 650 1 SPC

20B60 Emergency Ballast 700 Lumens 700 1 or 2 SPC

20B50 Emergency Ballast 1400 Lumens 1400 1 or 2 SPC

20B30 Emergency Ballast 3000 Lumens 3000 1 or 2 SPC

Call for availability on Special (SPC)
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EXIT ACCESSORIES
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Exit 
Accessories

207R1 Single WH Remote Head 6W 6V 7 5 5 Damp Location white 1 939 STK

207R2 Double WH Remote Head 6W 6V 7 13 5 Damp Location white 2 939 STK

207R3 Single Grey Remote Waterproof Head 5.4W 6V 4.8 4.75 4.5 Waterproof grey 1 939 STK

207R4 Double Grey Remote Waterproof Head 2 X 5.4W 6V 6.75 10.25 4.5 Waterproof grey 2 939 STK

207R5 Single Square Remote Head 12W 12V 4.75 4.75 5 Damp Location white 1 923 SPC

207R6 Double Square Remote Head 2 X 12W 12V 4.75 9 5 Damp Location white 2 923 SPC

207RT Hand Held Remote Test Unit 6 15 0.65 Damp Location white SPC

207WG Wire Guard for Exit Sign 13.5 15 6 Damp Location silver STK

207WGWH WH Wire Guard for Exit Sign 13.375 13.75 4.375 Damp Location white SPC

207LWG Large Wire Guard for Exit Sign 13.5 30 6 Damp Location silver SPC

207PS Polycarbonate Shield for Exit Sign 15 22 8 Damp Location clear SPC

207B2 Ni-Cd Battery 2.4V 300 mAh 1.96 1.10 0.55 Damp Location yellow SPC

207B3 Ni-Cd Battery 3.6V 300 mAh 1.96 1.10 0.98 Damp Location yellow SPC

207B4 Ni-Cd Battery 8.4V VDC 1.96 1.10 0.98 Damp Location yellow SPC

20736 Ni-Cd Battery 3.6V 1200m Ah 8 0.6 Damp Location blue SPC

20729 Ni-Cd Battery 4.8V 400Ah 1.125 1.125 1.125 Damp Location yellow SPC

20730 Ni-Cd Battery 4.8V 650m Ah 3.875 1.125 0.625 Damp Location yellow SPC

20732 Ni-Cd Battery 4.8V 1000m Ah 1.7 2.6 0.6 Damp Location black SPC

20733 Ni-Cd Battery 6V 4.5Ah 2.3 6.5 1.3 Damp Location black SPC

27LBATTERY Ni-Cd Battery 7.2V 6Ah 2.3 6.5 1.3 Damp Location black SPC

20734 Lead Acid Battery 6V 4.5 Ah In-terminals 4 2.75 1.813 Damp Location black SPC

20734J Lead Acid Battery 6V 4.5 Ah Out-Terminals 4 2.75 1.813 Damp Location black SPC

20735 Lead Acid Battery 6V 7Ah 3.688 5.875 1.375 Damp Location black SPC

20738 Lead Acid Battery 6V 12Ah 3.688 5.875 1.938 Damp Location black SPC

20739 Lead Acid Battery 6V 10Ah 3.688 5.875 1.938 Damp Location black SPC

This TCP product (exceptions – batteries and self luminous; see below) is warranted for a period of five years from date of original purchase against defects in ma-
terials and workmanship. If these products should fail to operate due to materials and workmanship, simply return this to the place of purchase or to the TCP, Inc. 
service center (address on back of catalog) with its RGA as stated in the terms & conditions, and the product will be repaired or replaced at TCP’s sole discretion. 
The warranty is expressly limited to repair or replacement of the product. No labor charge will be honored without prior written factory authorization. Damage 
incurred from handling or in transit is not covered by this guarantee. Claims for shipping damages must be filed with the carrier. This warranty gives the customer 
specific legal rights, which vary from state to state. Light bulbs are not covered under this warranty.

WARRANTY IS VOID IF PRODUCT IS NOT USED FOR THE PURPOSE FOR WHICH THIS PRODUCT IS MANUFACTURED.

Exit Warranties

*All data in this catalog is subject to change without notice.

Battery Type Life Expectancy Full Warranty

Sealed Lead Acid 8 years 1 year

Nickel Cadmium 10 years 5 years

NOTES:

 Please call for availability and lead times.

Call for availability on Special (SPC)
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Polycarbonate Exit Signs:

FEATURES & BENEFITS

s

Heavy Duty Emergency Lighting:
FEATURES & BENEFITS

Steel Exit Signs:
FEATURES & BENEFITS

Self Luminous Tritium Exit Signs:
FEATURES & BENEFITS

Polycarbonate Emergency Lighting:

FEATURES & BENEFITS

Wet Location Exit & Emergency Lighting:
FEATURES & BENEFITS

Steel Emergency Lighting:
FEATURES & BENEFITS

FEATURES & BENEFITS

Polycarbonate Combination Units:

FEATURES & BENEFITS

Diecast Exit Signs:
FEATURES & BENEFITS

Edge-Lit Exit Signs:
FEATURES & BENEFITS

POLYCARBONATE

LED RETROFITS

HEAVY DUTY | WET LOCATION STEEL

SELF LUMINOUS

ACCESSORIES

DIECAST | EDGELIT EXIT SIGNS
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Mogul
E39

Extended 
Mogul

Medium
E26

Blown
Tubular

Eliptical
Dimpled

Eliptical
Dimpled

Eliptical
Dimpled

Eliptical
Dimpled

Eliptical Eliptical
Dimpled

Narrow Neck
(Open Fixture)

Medium Skirt
E26 / 60 x 39

2-Pin 
GU Base

 GU 24 
Base

Candelabra
E12

 Bulb Size

Base Types

HID Lamp Shapes

Compact Fluorescent Shapes

MOL

DIA

DIA

MOL

DIA: Diameter of bulb at widest point

MOL: Maximum overall length including base

Note: Lamp drawings are not drawn to scale. Be sure to check size and dimensions information 
 when identifying each lamp.

To convert inches to millimeters, multiply the dimension (in inches) by 25.4 (i.e. 1.5” x 25.4 = 38.1mm).

BT56 ED18 E25ED37 ED28 ED23.5 ED17 EDX17

Circline PL Lamps SpringLamp® Cold Cathode

33 Watt Circline17030/27 Circline 2D Replacement Twin Tube Quad Tube Triple Tube
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LED Shapes

Light Level Recommendations

IES Recommended Light Levels

Performance of visual tasks:

Type of Activity Range of Illuminance (in footcandles)

Public spaces with dark surroundings 2 – 5 fc

Spaces for short temporary visits (typical hallway) 5 – 10 fc

Working spaces where visual tasks are only occasionally performed 10 – 20 fc

Ambient lighting for computer use 20 – 30 fc

High contrast or large size (typical office work) 20 – 50 fc

Medium contrast or small size 100 – 200 fc

Low contrast or very small size 100 – 200 fc

Low contrast and very small size over a prolonged period 200 – 500 fc

Very prolonged and exacting visual tasks 500 – 1000 fc

Visual tasks of extremely low contrast and small size 1000 – 2000 fc

*Obtained by combination of general and task lighting

Other Shapes

R20 Flood R30 Flood PAR-Shape Flood Flat PAR-Shape FloodR40 Flood A-Shape Globe Shape Capsule Shape Deco Shape Flame Tip
Shape

T20 T6LG16LG25LG40LR30 LR20 C9 C7

LDCT3WH35K LDCT3WH35KCC LDCG3WH35KLDCF3WH35K LDA3WH35K
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accent lighting  
Directional lighting to emphasize a particular 
object or to draw attention to a part of the field 
of view. See directional lighting. 
.......................................................................
adaptation 
The process by which the retina of the eye 
becomes accustomed to more or less light 
than it was exposed to during an immediately 
preceding period. It results in a change in the 
sensitivity of the eye to light. 
.......................................................................
ANSI American National 
Standards Institute  
The organization that develops voluntary 
guidelines and produces standards for the 
electrical and other industries. 
.......................................................................
arc tube 
A completely sealed quartz or ceramic tube 
where the electrical discharge (arc) occurs and 
light is generated.
.......................................................................
average life 
Value for life expectancy of a lamp.
.......................................................................
baffle 
A single opaque or translucent element to shield 
a source from direct view at certain angles, or 
to absorb unwanted light. 
.......................................................................
ballast 
A device used with an electric-discharge lamp 
to obtain the necessary circuit conditions 
(voltage, current and wave form) for starting 
and operating; all fluorescent and HID light 
sources require a ballast for proper operation. 
Dimming ballasts are special ballasts which 
when used together with a dimmer will vary the 
light output of a lamp. 
.......................................................................
ballast factor, BF 
The measured ability of a particular ballast 
to produce light from the lamp(s) it powers; 
ballast factor is derived by dividing the lumen 
output of a particular lamp/ballast combination 
by the lumen output of the same lamp(s) on a 
reference ballast. 
.......................................................................
base
End of the lamp that inserts into the lamp 
socket.
.......................................................................
beam angle 
The angle between the two directions for which 
the intensity (candlepower) is 50% of the 
maximum intensity as measured in a plane 
through the nominal beam centerline (center 
beam candlepower). 
.......................................................................
beam spread 
(In any plane) the angle between the two 
directions in the plane in which the candlepower 
is equal to a stated percent (usually ten 
percent) of the maximum candlepower in the 
beam. 
.......................................................................
brightness 
See luminance. 
.......................................................................
bulb 
Outer jacket or envelope of a lamp. 
.......................................................................
burning position
Position that lamps are designed to operate.
.......................................................................

candela, cd 
The unit of measure indicating the luminous 
intensity (candle-power) of a light source in a 
specific direction; any given light source will 
have many different intensities, depending upon 
the direction considered. 
.......................................................................
candlepower distribution 
A curve that represents the variation in 
luminous intensity (expressed in candelas) 
in a plane through the light center of a lamp 
or luminaire; each lamp or lamp/luminaire 
combination has a unique set of candlepower 
distributions that indicate how light will be 
spread. 
.......................................................................
candlepower distribution curve 
A curve, generally polar, representing the 
variation of luminous intensity of a lamp or 
luminaire in a plane through the light center. 
.......................................................................
CCT rating 
CCT rating is based on operation at rated 
watts in the designated operating position.  For 
universal lamps, CCT is rated in the vertical 
position.  All other operating positions will lead 
to higher values 
of CCT.
.......................................................................
center beam candlepower, CBCP 
The intensity of light produced at the center of 
a reflector lamp, expressed in candelas. 
.......................................................................
chromaticity 
The aspect of color that includes consideration 
of its dominant wavelength and purity. 
.......................................................................
coefficient of utilization, CU 
The ratio of the luminous flux (lumens) from 
a luminaire received on the work-plane to the 
lumens emitted by the luminaire’s lamps alone. 
.......................................................................
color rendering index, CRI 
The measure of a light source’s ability to render 
the color of objects “correctly,” as compared 
with a reference source with comparable color 
temperature; the scale peaks at 100. 
.......................................................................
color uniformity
Consistency of color from lamp to lamp.
.......................................................................
correlated color temperature, CCT 
A specification of the color appearance of a 
lamp relating its color to that of a reference 
source heated to a particular temperature, 
measured in degrees Kelvin (K); CCT generally 
measures the “warmth” or “coolness” of light 
source appearance. 
.......................................................................
current, I 
A measure of the flow of electricity, expressed 
in amperes (A). 
.......................................................................
current crest factor
Ratio of peak to rms value of lamp current: mh 
values range from 1.4 – 1.8. Cannot go above 
1.8 Or it reduces lamp life. 
.......................................................................
cut-off angle 
(Of a luminaire) the angle from the vertical 
at which a reflector, louver or other shielding 
device cuts off direct visibility of a light 
source. It is the complementary angle of 
the shielding angle. 
.......................................................................
diffuse lighting 
Light that is not predominantly incident from 
any particular direction. 
.......................................................................

diffuser 
A device to redirect of scatter the light from a 
source by the process of diffuse transmission. 
.......................................................................
direct glare 
Glare resulting from high luminance or 
insufficiently shielded light sources in the 
field of view, or from reflecting areas of high 
luminance. It is usually associated with bright 
areas such as luminaires, ceilings and windows 
that are outside the visual task or region being 
viewed. 
.......................................................................
direct lighting 
Lighting by luminaires distributing 90 to 100 
percent of the emitted light in the general 
direction of the surface to be illuminated. 
The term usually refers to light emitted in a 
downward direction. (See accent lighting.) 
.......................................................................
directional lighting 
Illumination on the work-plane or on an object 
predominantly from a single direction. 
.......................................................................
disability glare 
Glare resulting in reduced visual performance 
and visibility. It is often accompanied by 
discomfort. 
.......................................................................
discharge lamp 
Light-producing device that depends on electric 
arc, rather than filament, to create illumination.
.......................................................................
discomfort glare 
Glare producing discomfort. It does not 
necessarily interfere with visual performance 
or visibility. 
.......................................................................
double-ended
Lamps that have two bases opposite one 
another for series electrical connection, 
mounting connection and heat dissipation.
.......................................................................
economic life 
Number of hrs. A group of lamps will burn 
before it’s ergonomically advisable to group 
re-lamp (typically 60% - 75% of rated life). 
.......................................................................
efficacy 
Efficiency of a light source expressed in lumens 
per watt (LPW or lm/W). 
.......................................................................
energy 
A measure of work done by an electrical system 
over a given period of time, often expressed in 
kilowatt-hours (kWh). 
.......................................................................
ENERGY STAR® 
U.S. Department of Energy (DOE) and 
Environmental Protection Agency (EPA) 
designation for products meeting certain energy 
efficiency and performance standards.
.......................................................................
enhancing reflections 
Reflections which enhance appearance 
described in such terms as sparkling, 
glittering, etc. 
.......................................................................
ESCO 
Energy Saving Service Company 
.......................................................................
fenestration 
Any opening or arrangement of openings or 
windows (normally filled with media for light 
control) for the admission of daylight or for the 
transmission of electric lighting from one room 
to another room. 
.......................................................................
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CFLs

filament
A tungsten wire purposely positioned inside 
a lamp bulb that when heated, electrically 
generates radiation in the visible, infrared and 
ultraviolet ranges. 
........................................................................
fixture 
See luminaire. 
........................................................................
floodlight 
A reflector lamp with a relatively wide 
beam pattern.
........................................................................
fluorescent lamp 
A low pressure mercury electric discharge lamp, 
tubular in shape in which a fluorescent coating 
(phosphor) transforms ultraviolet energy into 
visible light. 
........................................................................
footcandle, fc 
A unit of illuminance equal to 1 lumen per 
square foot. 
........................................................................
formed body arc tube
Arc tube formed by quartz sculpting process: 
has 1/3 less quartz mass than standard arc 
tubes: 3rd starter electrode eliminated. 
Ballast requires external ignitor with 3-4 
KV to start lamp.  
........................................................................
frequency 
The number of times per second that an 
alternating current system reverses from 
positive to negative and back to positive, 
expressed in cycles per second or hertz, Hz. 
........................................................................
general lighting
Lighting designed to provide a substantially 
uniform illuminance throughout an area, 
exclusive of any provision for special local 
requirements. 
........................................................................
glare 
Excessive brightness that may be caused by 
either direct or indirect viewing of a light 
source; any brightness or brightness relationship 
that annoys, distracts or reduces visibility. 
........................................................................
harmonic 
An electrical frequency that is an integer 
multiple of the fundamental frequency; for 
example, if 60 Hz is the fundamental frequency, 
then 120 Hz is the second harmonic and 180 
Hz is the third harmonic; some electronic 
devices, such as ballasts or power supplies, can 
cause harmonic distortion, directly affecting 
power quality. 
........................................................................
Hertz, Hz 
A unit of frequency equal to one cycle per 
second; see frequency. 
........................................................................
high intensity discharge (HID) lamps 
A general group of lamps consisting of mercury, 
metal halide and high pressure sodium lamps. 
........................................................................
illuminance 
Light arriving at a surface, expressed in lumens 
per unit area; 1 lumen per square foot equals 
1 footcandle, while 1 lumen per square meter 
equals 1 lux. 
........................................................................
incandescent filament lamp 
A lamp in which light is produced by a filament 
heated to incandescence by an electric current. 
........................................................................
indirect lighting 
Lighting by luminaires distributing 90 to 100 
percent of the emitted light upward. 
........................................................................

initial lumens 
The light output of an HID lamp at rated 
power on a reference ballast after 100 hours 
of operation.
........................................................................
lamp 
Manufactured light source; the 3 broad 
categories of electric lamps are incandescent, 
fluorescent, and high intensity discharge (HID). 
Also, A generic term for a man-made source 
of light. 
........................................................................
lamp life 
An average rating, in hours, indicating when 
50% of a large group of lamps have failed, 
when operated at nominal lamp voltage and 
current; manufacturers use 3 hours per start 
for fluorescent lamps and 10 hours per start 
for HID lamps when performing lamp life 
testing procedures; every lamp type has a 
unique mortality curve that depicts its 
average rated life. 
........................................................................
lamp lumen depreciation factor, LLD 
The multiplier to be used in illumination 
calculations to relate the initial rated output 
of light sources to the anticipated minimum 
rated output based on the relamping program 
to be used. 
........................................................................
lamp voltage 
Voltage which lamps operate when they are 
fully warmed up.
........................................................................
lens 
A glass or plastic element used in luminaires to 
change the direction and control the distribution 
of light rays. 
........................................................................
level of illumination 
See illuminance. 
........................................................................
light 
Radiant energy that is capable of producing a 
visual sensation. 
........................................................................
light center length (LCL) 
The distance from the center of the visible 
arc discharge to the bottom of the contact 
of the base. 
........................................................................
light emitting diode (LED) 
Semiconductor diodes, electronic devices that 
permit current flow in only one direction. The 
diode is formed by bringing two slightly different 
materials together, forming a junction. When a 
forward voltage is applied, current flow begins 
and energy is radiated in the form of light.
........................................................................
light loss factor, LLF 
A factor used in calculating illuminance after a 
given period of time and under given conditions. 
It takes into account temperature and voltage 
variations, dirt accumulation on luminaire and 
room surfaces, lamp depreciation, maintenance 
procedures and atmosphere conditions. 
Formerly called maintenance factor. 
........................................................................
light on centers, LOC
Distance between LED lights, TCP’s Holiday 
lighting products. 
........................................................................
light source 
See lamp. 
........................................................................
lighting design lumens (LDL) 
Number of lumens at 2,000 hrs. Of operartion. 
........................................................................

louver 
A series of baffles used to shield a source from 
view at certain angles or to absorb unwanted 
light. The baffles are usually arranged in a 
geometric pattern. 
........................................................................
lumen, lm 
A unit of luminous flux; the overall light output 
of a luminous source is measured in lumens. 
Amount of light lamp emits once it’s started.
........................................................................
lumen depreciation 
The decrease in lumen output of a light source 
over time; every lamp type has a unique lumen 
depreciation curve (sometimes called lumen 
maintenance curve) depicting the pattern of 
decreasing light output. 
........................................................................
lumen maintenance 
Lumen output provided by lamp at given point 
in or percentage of its life.
........................................................................
lumens per watt, LPW
Lumen (light) output divided by lamp watts 
consumed (i.E. Amount of electricity used); also 
known as efficacy. 
........................................................................
luminaire 
A light fixture; the complete lighting unit, 
including lamp, reflector, ballast, socket, wiring, 
diffuser, and housing. 
........................................................................
luminaire efficiency 
The ratio of luminous flux (lumens) emitted 
by a luminaire to that emitted by the lamp or 
lamps used therein. 
........................................................................
luminance, L 
Light reflected in a particular direction; the 
photometric quantity most closely associated 
with brightness perception, measured in 
units of luminous intensity (candelas) per unit 
area (square feet or square meters). 
........................................................................
luminance contrast 
The relationship between the luminances of an 
object and its immediate background. 
........................................................................
luminance ratio 
The ratio between the luminances of any two 
areas in the visual field. 
........................................................................
luminous flux 
The time rate of flow of light. 
........................................................................
lux, lx 
A unit of illuminance equal to 1 lumen per 
square meter. 
........................................................................
maximum overall length, MOL
The maximum allowable distance from the top 
of the glass bulb to the end of the contact of 
the base.
........................................................................
matte surface 
A non-glossy dull surface as opposed to a shiny 
(specular) surface. Light reflected from a matte 
surface is diffuse. 
........................................................................
mean lumens 
Lumen output of a light source after the 
source has been used. Mean lumen values 
for fluorescent and HID lamps are typically 
measured at 40% of rated life. 
........................................................................
milli-candela, MCD
The measurement of light output of an LED in 
thousandths of a candela.
........................................................................
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nanometer, nm 
A unit of length equal to 10-9 meters; 
commonly used as a unit of wavelength. 
.......................................................................
open rated lamp, mogul base 
Designed with an extended contact pin on the 
bottom of the base. Lamps should be used 
with an extended contact pin on the bottom of 
the base. Lamps should be used with an open 
fixture mogul socket (EX39) which prevents 
electrical contact if a non open rated lamp 
is used.
.......................................................................
open rated lamp, medium base 
Designed for open fixtures; has narrower 
neck than standard medium base lamps to fit 
into an exclusionary medium socket for open 
fixture use.
.......................................................................
operating position 
Metal halide lamps are specified and designed 
to be operated in certain positions such as a 
vertical or base-up.
.......................................................................
power 
The rate at which energy is taken from an 
electrical system or dissipated by a load, 
expressed in watts (W); power that is generated 
by a utility is typically expressed in volt-
amperes (V-A).
.......................................................................
power factor 
A measure of the effectiveness with which an 
electrical device converts volt-amperes to watts; 
devices with power factors >0.90 are “high 
power factor” devices.  
.......................................................................
pulse start lamp 
Specially designed metal halide lamp that 
requires high voltage pulse for starting. Has 
improved lumen maintenance.
.......................................................................
quality of lighting 
Pertains to the distribution of luminance in 
a visual environment. The term is used in a 
positive sense and implies that all luminances 
contribute favorably to visual performance, 
visual comfort, ease of seeing, safety and 
esthetics for the specific visual tasks involved. 
.......................................................................
quantity of light 
The product of the luminous flux by the time 
it is maintained. It is the time integral of 
luminous flux. 
.......................................................................
rated life 
The number of operating hours at which 50% 
of most metal halide lamps or 70% of some 
pulse start lamps initially started will still 
be operating. 
.......................................................................
reference ballast 
A ballast specially constructed to have certain 
prescribed characteristics for use in testing 
electric-discharge lamps and other ballasts. 
.......................................................................
reflectance, rho 
The percentage of light reflected back from a 
surface, the difference having been absorbed or 
transmitted by the surface.
.......................................................................
reflected glare 
Glare resulting form specular reflections of high 
luminance in 
polished or glossy surfaces in the field of view. 
.......................................................................

reflection 
The process by which flux leaves a surface or 
medium from the incident side. 
.......................................................................
reflector 
A device used to redirect the light by the 
process of reflection. 
.......................................................................
refraction 
The process by which the direction of a ray of 
light changes as it passes obliquely from one 
medium to another. 
.......................................................................
refractor 
A device used to redirect the luminous flux from 
a source, primarily by the process of refraction. 
.......................................................................
resistance, R 
A measure of resistance to flow of current, 
expressed in ohms. 
.......................................................................
restrike time 
The time to re-ignite the arc of an HID lamp. 
.......................................................................
shielding 
A general term to include all devices used to 
block, diffuse or redirect light rays, including 
baffles, louvers, shades, diffusers and lenses. 
.......................................................................
shielding angle 
The complementary angle of the cut-off angle 
of a luminaire.  
.......................................................................
shroud 
Glass cylinder surrounding arc tube to protect 
against hot arc tube particles breaking the glass 
bulb if an arc tube rupture occurs; reduces risk 
of using mh lamps in open fixtures. 
.......................................................................
Special (SPC) 
Items not stocked in TCP’s warehouse. 
These items have longer lead  times than 
stocked (STK) items. Contact our Customer 
Service department at 800-324-1496 for 
additional details.
.......................................................................
spectral power distribution, SPD 
A curve illustrating the distribution of power 
produced by the lamp, at each wavelength 
across the spectrum. 
.......................................................................
specular surface 
A shiny, highly polished surface which 
reflects light at an angle equal to that of 
the incident light.  
.......................................................................
spotlight 
A reflector lamp with a narrow beam pattern 
used to illuminate a specifically defined area.  
.......................................................................
Stocked (STK) 
Item is in stock and applicable to 
standard shipping.
.......................................................................
supplementary lighting 
Lighting used to provide an additional quantity 
and quality of illumination that cannot be 
readily obtained by a general lighting system 
and that supplements the general lighting level 
usually for specific task requirements. 
.......................................................................
Special Order (SPO) 
Items marked SPO require a lead time of 4-6 
weeks, and utilize a premium delivery option. 
Contact our Customer Service department at 
800-324-1496 for additional details.
.......................................................................

transmission 
The process by which incident flux leaves a 
surface or medium on a side other than the 
incident side, the characteristics of many 
materials such as glass, plastics and textiles. 
.......................................................................
transmittance 
The ratio of the flux transmitted by a medium 
to the incident flux. 
.......................................................................
UV Guard™ 
Refers to TCP’s metal halide lamps with a 
protective quartz sleeve around the arc tube. 
Suitable for use in open luminaires and reduces 
UV by up to 90%. 
.......................................................................
veiling reflections 
Reflections which partially or totally obscure 
the details to be seen by reducing the contrast. 
.......................................................................
visual comfort probability, VCP 
A discomfort glare calculation that predicts 
the percent of observers positioned in the 
least favorable part of the room who would 
be expected to judge a lighting condition to 
be comfortable. VCP rates the luminaire in 
its environment, taking into account such 
factors as illuminance level, room dimensions 
and reflectances, luminaire type, size and light 
distribution, number and location of luminaires, 
and observer location and line of sight. The 
higher the VCP the more comfortable the 
lighting environment. 
.......................................................................
visual field 
The location of objects or points in a space 
where the head and eyes are kept fixed. 
.......................................................................
visual surround 
all portions of the visual field except the 
visual task. 
.......................................................................
visual task 
Those details and objects which must be seen 
for the performance of a given activity, 
including the immediate background of the 
details or objects. 
.......................................................................
voltage, V 
A measure of electrical potential, expressed in 
volts (V). 
.......................................................................
warm-up time 
The amount of time from ignition of the lamp to 
90% of full light output of an HID lamp. 
.......................................................................
watt, W 
A unit of electrical power equal to 1 joule 
per second. 
.......................................................................
work plane 
The plane at which work usually is done, and 
on which the illuminance is specified and 
measured. Unless otherwise indicated, this is 
assumed to be a horizontal plane 0.76 meters 
(30 inches) above the floor. 
.......................................................................
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